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1.0 INTRODUCTION

1.1 STtubDY GOALS

Thepurposeof this studysto update théongmont Vance Brand Municipatport (LMO) Master Plan

and Airport Layout Plan (ALP) and determine the extent, type, and schedule of development needed t
accommodate future aviation demand &dithert. The Master Plan and the ALP were last updated in
2004 and aviation has changed significantlycse t hat ti me. The studyds

1 Determine the condition and adequacy of existing facilities
1 Forecast aviation activity for ay&@r timeframe, including operations and based aircraft

1 Recommend needed improvement over the next 2@hgtareet the forecasted and safety
requirements at LMO, while addressing the values and economic growth plan of the community

T Prepare a financi al pl an that considers LM
funding scenarios

1.2 LOCAL INFORMATION

Longmont is an incorporated city of the State of Colorado located in both Boulder and Weld Counties,
northwest of Denver, as showrFigure 1-1 According to the U.S. Census Bureau, Longmont is the 14th
most populous municipality in the State of Colorado, with 86,270 residents reporte@he 284ion

has experienced extreme growth in the recent past, primarily driven by high techanduls#&igsality

of life that the city provides. In the 1990s alone, Longmont grew by approximately 20,000 residents. Tt
recent economic recession has slowed growth considerably. As the economy stabilizes, some growth
should return, however the large ghoseen previously is not likely as the city is approaching a full build
out of available land.

The City of Longmontas incorporateid 187 by individuals from Chicagtho decided tduilda new
communityin Colorado. To deo,they sold membership irethew towrnn orderto buy 60,000 acres of
land in a carefully chosen si tQolionr andoor tChoelronn yGa
brought people, lumber, and building material to the site, and a new ttwm&h3 hey named it

0 L o n g,atien the nearbi4,00€foot tall mountain, ongds Peak.

From its beginnings as a farming community, the City of Longmont has been home to major-agricultur:
related businesses, including the Great Western Sugar Company and the Kuner Empson Cannery. Su
businesses have given way to a new wave of teclhadedyusinesses, beginning with IBM in 1965, and
more recently Seagate, DigitalGlobe, and Intrado. The City of Longmont also has extensive
manufacturing/production facilities, with large facilities for companies such as Amgen, a global
biotechnology firm,alut t er bal |l , t he nationds | argest tur
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the Federal Aviation Administration (FAA) selected Longmont as the location for an En Route Air Traff
Control Facility (also known as Denver Center), which currently ess@6% people.

FIGUREL-1 6 DENVER METRO AREA
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According to the U.S. Census Bureau, Longmont is"tineost populous municipality in the state of
Colorado, witl86,270esidents morted in 2010Just like roads, airports are regional assets rather than
existing just to serve the residents of one community. Although many of the users of the airport may c
from other communities, the money they spend in Longmont on aircraéritegs, and other needs

while in town benefit the City as a whole. The regional potential for LMO can easily bégseeni-@)

which representaddresses of people or businesses who have registered aircraft with the FAA or are

licensed pilots.

1U.S. Census Bureéttp://factfinder2.census.gov/main.htmi
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FIGUREL-2 6 FAA CERTIFICATED AGRAFT AND LICENSEDIBOTS
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To provide an expanded regional perspective of the communities and population that could utilize LMC(
the Boulder Metropolitan Statistical Area (MSA) was also evaluated. The Boulder MSA includés the Ci
Longmont, the City of Bouldehe portion of th&own of Eriein Boulder CountytheTown of
JamestowrtheCity of LafayetteheCity of Louisille, theTown of LyonstheTown of Nederlandhe

portion of theTown of Superioin Boulder CountytheTown of Wardandunincorporate@oulder

County ColoradoAccording to the U.S. Census Bureau, the Boulder MSA population was estimated at
303,482 in 2009, making it the third largest MSA population in Colorado. Only thé\ Drenaer

Broomfield and Colorado Springs MSASs reported larger population.

Additionally, the cities of Frederick, Firestone and Dacono, as well as unincorporated area2&long the
corridor just to the east of Longmont, have experienced extreme growgast ttezade. LMO, along

with the Erie THCounty Airport and the Ft. Collthsveland Airport, are the only General Aviation (GA)
airports convenient for these communities. Those communities, along with Weld County as a whole, w
projected in 2009 by Asmican City Business Journals, Inc., the parent company of the Denver Business
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Journal, to be the " Tastest growing area in the country through?282%hese communities continue to
grow, their demand for GA airport services will likely grow as well.

I n 2006 and 2008, Longmont was named one of t
Money Magazine. Money Magazine looks for small livable cities that have the best possible blend of g
jobs, low crime, quality schools, plenty ehggpace, reasonable home prices, and various recreational
activities.

1.3 AIRPORT M ANAGEMENT AND OWNERSHIP STRUCTURE

LMO is owned and operated by the City of Longmont. Longmont is a home rule city that is run by a
CouncitManager form of government. The arayg the presiding officer of the City Council. The City
Council consists of seven elected to officials that have authority over legislative and policy decisions. T
Council appoints a City Manager, who manages approximately 800 City employees.

A seven ramber Airport Advisory Board (AAB) is appointed by City Council to provide them with
recommendations regarding loagge planning, lande, and necessary improvements for LMO. The
AAB is compromised of-&drge members of the community and awffecio member of City Council.
The management of the airport resides in the
Airport Manager is the only ftilhe City employee assigned to LMO.

1.4 AIRPORT ACTIVITY

Longmont was a forward looking communiy 2 7 when it opened one of
the current location of Roosevelt Park, just a few blocks west of MaiinSit8gi&t the airport was

moved to its current locatideMO has traditionally not only served the residents of Langbu has

also served as a key facility for the Rocky Mountain Region.

The airport is named after the Astronaut Vance DeVoe Brand, who was born in Longmont in 1931. In
addition to being the command module pilot on the historié Bdviet (Apoll® Soyuz) joint
spaceflight in 1975, he also served on three space shuttle missions before retiring from NASA.

Similar to the GA segment across the country, LMO has experienced a decline in activity levels over tt
past two years. This decrease is primapiimed by the high price elasticity of demand inherent in
recreational use of aircraft to economic conditions. The FAA expects this segment to stabilize and the
business aviation sector to grow in the fdtiwerder to ensure that LMO is able to rerfiaancially

viable through thigansition, this study examines what changes, if any, are needed to react to a changir
aircraft environment.

LMO is presently estimated to hé%e21lannuabperations. The airport has 340 based aircraft, as shown
in Table 1-1 Beyond the local recreational uses of the airport, LMO is a destination for many aircraft

2 http://lwww.greeleytribune.com/article/20090604/NEWS/906049994
3 City of Longmont, http://ci.longmont.co.us/about/index.htm
4FAA Aerospace Forecast: Fiscal Years2030
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throughout the United States. Filed instrument flight plans over the course of one year are depicted in
Figure 1-3, and show flights to and from eveoyner of the country. Instrument flight plans are typically
filed for the business segment of GA rather than the pleasure fliers, and often represent flights of
turboprop and business jet aircraft.

TABLEL-1-2010 BASED AIRCRAFTCOUNT

Single Multi - . : Ultra-
266 38 2 7 11 16 340
Source: Airport Management Records

FIGUREL-3 - IFR FLIGHT PLANS EIR TO/FROM LMO (5/ 2010 5/ 2011)

FAA IFR FLIGHT PLANS
MAY 2010 - MAY 2011
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2.0 INVENT ORY

The objective of this chapter is to document the type and general condition of the existing facilities tha
comprise the Longmont Vance Brand Municipal Airport (LMO) for use in future planning phases. It is a
complete compilation of alystemsincludingairfield, terminal area, NAVAIDs, ground access, parking,
pavement conditions, utilities, and other characteristics of the airport.

2.1 AIRPORT REFERENCECODE

The FederaAviationAdministration (FAAglassifies airporis the United Stategth acoding
sysem known as the Airport Reference Code (ARG3 classification helggply desigariteria
appropriateo operational and physical characteristitedircraftypes operating at the airport
The ARC is made up of tvweeparateomponentstheAircraftApproachCategory ad the
Airplane Eesign Group (ADG).

TheAircraft ApproachCategory is aajphabeticalclassificationf an aircraft baseagon 1.3

times the stall speed in a landing configuration at their maximum certified landingtiaefght

being the slowest approach speed and E being the Tdstegiproach category for an airport is
determined by the approach speed of the fastest aircraft that operates at the airport at least 500
times per year. The categories aeelbstow:

Category A Speed less than 91 knots.

Category B Speed 91 knots or more but less than 121 knots
Category C Speed 121 knots or more but less than 141 knots.
Category D Speed 141 knots or more but less than 166 knots.
Category E Speed 166 knots or more.

The ADG isa numericalclassificatioof aircraft based on wingspan or tail helfjah airplane

is in two categories, the most demanding catgmuld be used. Similar to the approach
category, the ADG for an airport is determined by the largest aperating at least 500 times
per year at the facility. The groups are identifieabie 2-1. Examples of ARC aircraft types are
shown inFigure 2-1

LMO is currently designed to accommodate aircraft with an ARIC ®hB ARC includes mid

sized business jets, such as the Cessna Citation, and smaller. An increase in the ARC to design
LMO for larger or faster aircraft, such d§ @ould result in anajor reconfiguration of existing

airport infrastructure. Additionally, aircraft are limited by the strength of the pavement, which is
currently designed forlBclass aircratft.
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TABLE2-1 - AIRPLANE DESIGNGROUP(ADG)

| <20 <49

I 20030 49079
I 30045 790118
\Y; 45060 118017
\Y; 60066 171021«
VI 66080 214026:

Source: FAA AC 15/53Q8J, Airport Design

FIGURE2-1 - ARC AIRCRAFT TYPES
AIRPORT REFERENCE CODE (ARC)

LMO
DESIGN

Source: Jviation, Inc.
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2.2 EXISTING AIRFIELD DESIGN STANDARDS

The airport is designed tedIBstandardsTable 2-2 andTable 2-3 summarize the major landside and
airside components of LMO. These items are discussed itmartgiiout the remainder of this chapter.

TABLE2-2- AIRPORTPAVEMENTINVENTORY

=Y DESCRIPTION CONDITION

Runway 11/29 4,8006 x 750; Medium I nte Excellent
y 30,000Ibs (Single Wheel Gear) SWG pavement strengtl
FullkLengthpar al I el taxi way (4,
Taxiway A 11/29; Medium Intensity Taxiway Lighting (MITL); four Excellent
connectors; 30,000lbs SWG pavement strength

1, 41206x 3560; south of RW
Lighting (MITL); 24800t centerlingo-centerline separatio

UEPEYy E from the runway; two connectors; 30,000lbs SWG pave s
strength
Two aprons comprised of approximately 31,400 square

Aprons with a total of 52 tiedowns; 30,000lbs SWG pavement Good
strength

Sourcéviation, Inc.

TABLE2-3 AIRPORTFACILITIESNVENTORY

= DESCRIPTION

Navigational Aids NONE
4-box VASI, standard rotating beacon; lighted wind cone

Visual Aids segmented circle; AWOS
FBO: Twin Peak Aviation Privately Owned; Ftgervice FBO
FBO: Air West Flight Center Privately Owned; Feservice FBO

Source: Jviation, Inc.
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The airfield is shown Figure 2-2 below. The text on the following pages describes each component of
the airport in detail.

FIGURE2-2- AIRFIELD DIAGRAM

133418 H1SZ HIMON
Qv0oy 18048l

AIRPORT PROPERTY —

Source: Jviation, Inc.
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The previous master plaompleted in 2004, identified severalstandard conditions at LM®Dable
2-4 lists these conditioasd their currergtatusA review was conducted for this master plan for
compliance with current design standards and no additiorséhndard conditions were identified.

TABLE24 - EXISTING NON-STANDARD CONDITIONS

CURRENT
DESCRIPTION STANDARD 2004CONDITION CONDITION

Parcels of land within eac Two parcels of land within

Runway Protection Sponsor shall control
Zone (RPZ) land within RPZ R_PZ not controlled by the each _RPZ not controlled by
City of Longmont the Cityof Longmont
Airfield Airfield signage and win Some signs and Currently NorStandard,
. . both runway supplemental
Signhage/Supplemental cones shall employ supplemental wind cones windcones neddanaible
Wind Cones frangible couplings are not frangible mounted g

mounts

The FAA VASI Building  Currently NorStandard;
and five tiedowns are with FAA VASI Operations shec
the TOFA in TOFA

Vehicle Service Roads The VSR has been relocat

Taxiway Object Free No objects shall be
Area (TOFA) located in the TOFA

No objects noessential

Runway Object Free " navigation shall be

Area (ROFA) located in the ROEA (VSR) inside the ROFA  outside of the ROFA
Runway shall be marke: The runway markings have

Runway Markings a.cco.rdlng to threshold I\l_on—standardnarklngs anc been co_rrected, and the
sighting surface signage appropriate chevrons were
requirements added.

Source: 2004 Airport Layout Plan; Airport Management

2.3 CDOT AERONAUTICS 2005 AVIATION SYSTEM PLAN

The Colorado Department of Transportation Divisiohavbnautics (CDOT Aeronautics) conducts an
aviation system plan evaluation every five years for the State. The Colorado Aviation System Plan eva
and measures the performance of each of Col or
one of three rol es: Maj or , I ntermedi ate, or Mi
to the importance of the airport to the State.

The plan divided the airports into the three roles by evaluating and weighing airports based on the
following criteria:

1 The type and volume of demand that the airport accommodates;

1 The ability of the airport to expand to accommodate either of both additional airside or landside
facilities;

1 The economic support/benefit that the airport provides to the goitynit serves;

1 The use of the airport by local or visiting businesses;

5 Colorado Aviation System Plan 2005. Colorado Department of Transportation, Division of Aeronautics.

SJVIATION DRAFT 12/8/2011 2-5




%ﬂzﬁ, .

1 The use of the airport to support emergency or medical needs;

1 The extent of airside and landside facilities and other services available at the airport.

In measuring the state sysiesm per f or mance, the Colorado Avi at
all Colorado airports should:

Operate at a demand/capacity ratio under 80%;
Ensure planning studia=e current

Take steps to protect and keep clear their 14 CFR Rairsgacémaginary surfaces; and

= == =2 =2

Meet minimum TSA security guidelines.

The System Plan recommends the following for
Planning stuglupdated every five years

Precision approadbr near precision approach provided by)GPS

Avgas and jet fualailable for purchgse

Access to rental cars or ground transportation;

On-site weather reporting equipment; and

= = = = a4 -

A paved runway with a Pavement Condition frafess or higher that can accommodate the
King Air B200 and the Learjet 35 in most emerggrerating circumstances.

According to the Plands measures, LMO meets a
precision approach and the runway length to accommodate the Learjet 35, an aircraft used extensivel
medical evacuationgfiits.

6Code of Federal Regulation, Title 14, Part 77, Safe, Efficient Use, and Preservation of the Nspagable Air
Pavement Condition Index (PCI) ga@ement condition rating system as descril#siTiM D 5340, Standard Test Method
for Airport Pavement Condition Index Surveys
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2.4 AIRFIELDA IRSPACE

24.1 Runway

The existing airfield at LMO has one active runway, identified as Runway 11/29. Runway 11/29
orientated nortivestsoutheastand is 75 feet wide by 4,800 feet long. The ruswamstructed of
Portland Cement Concretal is built to support aircraft with a weigbgaring capacity no greater
than 30,000 pounds fBingle Wheel Ge&8WQ equipped aircrafieeSection2.4.4for airport
pavement condition.

The current Airport Reference Point (ARP)
W 105U 0906 BAA 4R5p pretr Maet er BHQ@FomdThe al s o
ARP is the latitude ahghgitude of the approximate center of the runway. The established airport
elevation, defed as the highest point on therap o r t 6 $,054.82festalyoye meam sea level
(MSL) and is located on the west end of Runway 11/29.

Aircraft compasses anthway identifiers utilize magnetic north for directional guidance. For this
reason, it is important to evaluateanr por t 6 s runway numerals ev
numbers painted on the runway truly represent the magnetic heading of th& henmiagnetic
forces across the planet are constantly shifting, and therefore a declination must be applied to &
compass to arrive at a true north heading. The current true bearing for Runway 11295122
446. According to #ataCenteN astoi Mancha7l 201G ehe purgnts i ¢ a |
declination for Longmontis8 8 east and 8i6s p@ M@lyingithis declinagion 0

to the true bearing results in a magnetic heading of fd8RGnway 11 and 293.46r Runway

29. This mass that the current runway designations of 11 and 29 are still correct and do not
require adjustment.

The runway meets all design criteria for ARCifcluding width, gradient and safety area
standards.

2.4.2 Taxiways

The existing paved taxiway system & kcbhsists of Taxiway A, which is al&rigth parallel

taxiway located on the north side of Runway 11/29 and Taxiway B, which is a partial parallel
taxiway on the south side of the runway. Additionally, Taxiway A has four connecting taxiways:
A2, A3,and A4. Taxiway B has two connector taxiways: B1 and B2. All taxiways are 35 feet wid
meeting ARC Bl design criteria amareconstructed of Portland Cement ConciBte taxiways

have a pavement strengtmofgreater than 30,000 pounds for SWG #ijraraich includes small
andmidsi zed business jets, aSedbectios2.4dforaiportst ent
pavement condition.

8 http://www.ngdc.noaa.gov/geomagmodels/struts/calcDeclination
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The taxivays meet applicable design criteria for AIRGARh the exception of penetrations to
the Taxiway Object Free Area as describEabile 2-4.

2.4.3 Apron

LMO has two aprons for the parking of based and transient aircraft. One apron is south of Air
West FBO, with 47 tiedowns for based and transient aircraft parking. It comprise2ag@ghly
square yards of PortlaGe@ment Concrete. The other apron is locaeth and easf Twin

Peaks Aviation, has 1 ftievns and is roughly 5,000 square yards of aspbath irFigure 2-3.

As described imable 2-4, five of the existing tiedowns are penetrations to the Taxiway Object
Free Aea and need to be relocated.

FIGURE2-3 - FBO APRONS

- » ¥ |
EREREREEEED [

r

[ZITWIN PEAKS AVIATION (FBO)
[ZJAIR WEST FLIGHT CENTER (FBO)

Source: Jviation, Inc.

2.4.4 Pavement Condition

The 2011 Pavement Evaluation and Pavement Management System, produced by CDOT
Aeronautics, showed that frevement at LMO has a Pavement Condition Index (PCI) of 72 to
97. This indicatesthéte pavement is in either bdawewrell e
CDOT noted 12 to 15 slabs of randomly spaced panels on Taxiway B that are experiencing hee
craking. The panels will require rehabilitation measures to include removal and replacement of
existing pavement. The CDOT study forecasts that with the exception of the slabs on Taxiway E
thepavement wikontinuetd e i n tooGot\Wedr vy Goio201h. Scheduldd t i
maintenance, such as joint seals and seal coats, will betceoairgdirthe pavement in proper
conditiori. LMO is executing a crack sealing and seal coating project in 2011, and approximatel:
every three years a seal cagipsied to the asphalt pavement.

SVIATION DRAFT 12/8/2011

9 Colorado Division oferonautics. 2009 Pavement Evaluation and Pavement Management System.
http://www.coloradeaeronautics.org/PCI1/2009/PCl_2009.html
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FIGURE24 -LMO PCI VALUES

EXCELLENT VERY GOOD GOOD FAIR POOR VERY POOR FAILED

Source: CDOT Aeronautics, 2011 Pavement Evaluation and Pavement Management System

2.4.5 Lighting, Markings, and Signage of Runways and Taxiways

Runwayl1/29 has white Medium Intensity Runway Lighting (MIRL) andéPkaision
Instrument Runway Markings. Runway lights and markings meet FAA standards for marking an
lighting a runway with a nprecision approach, such as Runway 11/29.

In accordance with BAstandards, Taxiways A and Begéipped witlblueMedium Intensity
Taxiway Lights (MIT)sand are marked with yellow centerline striping and runway hold position
markingsAdditionally, all of the taxiway and runway lights are equipped with PiloteZiontro
Lighting (PCL).PCLs | i ghting that can be activated
Common Traffic Advisory Frequency (CTAF) of 122.975 MHz. This allows for a reduction in
energy usage and light emissions when the airport is not iredggt3inemain on for 15 minutes
after activation. The entire runway and taxiway lighting system was replaced in 2007 and is in
excellent condition.

SJVIATION DRAFT 12/8/2011
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Airfield signage provides essential guidance information that is used to identifylbdeatgasd

on an airport. LMO is equipped with airfield sigriagemeets FAA standards, including

mandatory instructional signs, location signs, directional signs, destination signs, and informatic
signs. The airfield signage is in excellent condition.

2.4.6 Visual and Na vigational Airport Aids

For visual descent guidance, LMO is equippedwak ¥isual Approach Slope Indicators

(VASIs) installed at the enddfninwayg 11 and 29. These landing pidsideavisuathree

degree glide slopeication the pilot of to aving aircraft. The use of red and white lights which,
depending on the slope of the arrival path, will change color to indicate to the pilot if the aircraft
on the proper glide path, or too high or too. [bhese lightaredetectable from up to fivelles

during the day, and 20 miles or more at night.

LMO alsohas a segmatcirclewhich idocated on the north side of Taxiwapithe east end

the airfield. A segmenteidcle includes a lighted wind caaadprovides a centralized location for
wind and traffic patt er n.Theredie alsotightedsvindconeg neae a
the end of each runway threshold. Additionb#yaitfield alsbas a standard rotating beacon,
whichis locatean the southeast corner of the airport,estdo the last hangar to the east, west

of Airport RoadThe beacon operates continually throughout the night with green and white
flashes to indicate the location of the airport to pilots. A new beacon was installed in 2007 and i
excellent condition.

LMO has an Automated Weather Observation System (AWOS) located on the south side of the
airfield. An AWOS is an automated sewdich transmitaveather repastviathe radio frequency

of 120.0 MHz. The AWOS provides pilots wiptto-date airport weatherformation, such as
temperature and dew point in degre¢siuGewind speed and directiasibility, cloud coverage

and ceiling up to 12,000 feet, freezing rain, thunderstorm (lightning), and altimetaH setting
required for safe aviatioperations. In late 2010, the AWOS was connected to the national syster
of weather sensors (NADIN), which all ows o
The AWOS is maintained in good condition by a private contractor.

2.4.7 Instrument Approach Proced ures

LMO has three neprecision published approacH&Bhese include two Global Positioning
System (GPS) procedures and one-Nigity Frequency Omni Range/Distance Measuring
Equipment (VOR/DME) circling procedure. A Rprecision approach only providesizontal
guidance, while a precision approach would also provide vertical guidance to approaching aircr

19A nonprecision approach only provides pilots horizontal guidance, while (versus a precision approach that provides pilots
both horzontal and vertical guidance)
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Runway 29 has a straighGPS approach procedurfable 2-5 gives information about each
approach at LMO, including weather minimums and mindesoent altitudeMinimum

Descent Altitude is associated with-patision approaches and is the lowest altitude an aircraft
can fly until the piladees the airport environmdhthe pilot has nospottedthe airport

environment by the Missed Approach Raimiissed approach is initiafHte current instrument
approach and departure procedoagsbe founth Appendix B.

TABLE25 -LMO INSTRUMENT APPRACH MINIMUMS

Circlina Aporoaches Weather Minimums Minimum Descent
g App Visibility Ceiling (AGL)* | Altitude (AGL)*
VOR/DME & A 700 64806

1 mile
RNAV (GPSY B 1 mile 700 6480

Altitude (AGL)*
RNAV (GPS) 1mile 70060 63®
Source: LMO Instrument Approach Charts

* Above Ground Level (AGL)

O Ot

There are other airports in the vicinity of LMO that also possess instrument approach procedure
These airports include Rocky Mountain Metropolitan Airport (BJC), &vedde@ounty Airport
(GXY), and Fort Collinkoveland Municipal Airport (FNL). Theamky airports with instrument
approaches are listedlable 2-6.

TABLE2-6 - NEARBY AIRPORTS WITHNSTRUMENT APPROACHE

. Lowest Minimums
Airport Ident. DISENIES S Procedures Available| (Decision Height*
LMO S
- Visibility)

Rocky Mountain GPS, ILS, LOC,

LA i
Metropolitan BJC 18 NM South VOR/DME 2 0 8% mile
ILS, LOC,RNAV/GPS, .
GreelyWeld County  GXY 33 NM Northeast VOR/DME 2 0 83 mile
Fort CollinsLoveland ENL 21 NM Northeast ILS, LOC, RNAVIGPS, 2 0 8% mile

Municipal NDB, VOR, TACAN
Source: Jviation, Inc.

'Decision height is Above Ground Level (AGL).

2.4.8 Airspace

Longmontis situated in a location that is heavily traversed by aircraft which are not operating at
LMO. There are several FAAAposed restrictions and airways in the vicinity of the city (i.e.
highways in the sky) that promote these aircraft overflights.

While itis apparent that larger, commercial aircraft are operating to and from DEN, and other
smaller jets and other aircraft over flying the city may be mistakenly associated with LMO. For
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exampl e, smaller, recreat i dyingdnth&westaidemofdche a f t
DenverMetro arean a northsouth directiothat results in overflighdérectly ovethe City of

LongmontIn addition,LMO is within five miles ajround based navigational equipment used by
aircraft flying between tRocky Moutain Metropolitan Airpodnd theCheyene Regional
Airport in Wyoming. The airspace environment at LMO is depictapiie 2-5.

FIGURE25 - AIRSPACE USAGE
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«=== DIA RAMMS Five Arrival Gate/V575
e Victor Airway V220
“== Victor Airway V81
@ Class B DIA Airspace
"1 LMO Parachute Operations Area

Source: FAA Terminal Area Chart & Jviation, Inc.
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1. DIA Airspaced LMO issituated in the heavily used Westside Visual Flight Rules (VFR)

airspace corridor. This corridor i s wuse
controlled Class B Airspace. If an aircraft enters the Class B airspace, it must be in radio
contactwittbenver 6s Ter mi nal Radar Approach C

follow ATC instructions to avoid conflicts in the busy airspace environment. Typically, it i
much simpler for VFR aircraft to avoid that airspace rather than traverse it. Therefore,
aircraft fying on the west side of the Denver area travelling in esaotthdirection will

often fly between this airspace and the mountains, which can route them directly over
Longmont.

. DIA Arrival Gatesd Inbound traffic to DIA is transitioned from-eoute @ traffic

control, to DEN TRACON control through the use of eight flight paths, knoarn\sd
gatesr corner posikjch are located in pairs in the northwest, northeast, southeast and
southwest quadrants of the Front Range. According to a 2006aArtresiitute of
Aeronautics and Astronautics (AIAAhe two arrival gates in the northwest quadrant,
TOMSN and RAMMS, account for 19.6% of all DIA arrival traffic. As sEguie 2-5,

the TOMSN arrival gate results in DIA aircraft flying directly over Longmont.

. VFR Victor Airway® One method of aircraft navigation involves the use of
instrumentation to guide an aircraft between groaseld nagational aids, known as

VORs. A pilot can triangulate a path, fix, or location anywhere in range of a VOR. LMO is
within five miles of two intersecting Victor Airways (V81 and V85), making the area a bus
flying zone. V81 connects Rocky Mountain Metrapofitrport to Cheyenne Regional

Airport in Wyoming. V85 connects DIA to the ALLAN intersection. V220 connects
Greeley to HYGEN intersection, and with a slight course change to Kremmling VOR. V2(
passes directly over LMO and HYGEN intersection, within d@®hthe runway.

. Parachute Operations Are@® Because of all of the restrictions and potential conflicts
mentioned previouslylile-Hi Skydiving is restricted in their ability to fly different routes

for noise abatement reasons due to their agreenfeB@ Mt TRACON. Figure 2-5

depicts the LMO Parachute Operations Area, as defined in a Letter of Agreement betwex
Mile-Hi and DEN TRACON. This letteggned between the two parties on April 2, 2007,
stipulates that:

a. Pilots of jump aircraft shall remain within the confines of the LMO Parachute
Operations Area and clear of Denver Class B airspace during all phases of flight.
the event of adverse climinditions, pilots may request flight following outside of
the operations area and clear of Class B airspace. Aircraft shall return to the
depicted operations area when the requested altitude is obtained.

1 Scheduling Aircraft Landings under Constr&osiion Shifting

SJVIATION DRAFT 12/8/2011
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b. Parachute jumping operations will be confine@ taaautical mile radius.

The Parachute Operations Area has an area of approximately 85 square miles. More
information, as well as a copy of the agreemamiuded iMAppendix B.

There are no restricted or military airspace, or military training routes, in the vicinity of LMO.

2.4.9 Voluntary  Noise Abatement Procedures

To address the communityds concerns with a
abatement procedur@siese poscedures encourage pilots operating at LMO to use certain power
settings, climb rates and departure headings to help reduce aircraft noise. Due to FdHatal laws
prohibit Federaltgbligated airport&from restricting aircraft operation, LMO management
encourages pilots to follow noise abatement procedures but has no authority to require complia
or penalize pilotRather, the FAA has the regulatory authority to certificate pilots and aircraft anc
to enforce laws pertaining to flight.

Because Fedétaws and restrictions, the City of Longmont also is unable to restrict the hours or
type of aircraft that can utilize LMO. As a puldie, publicly funded airport, LMO must be

operated for the use and benefit of the public and made available t® &lhtygpeand classes of
aeronautical activity on reasonable terms, and without unjust discrimination. There are two prinr
sources of guidance that explain an airpor
procedures explained in the follogviext.

1. Airport Grant AssurancésEach time the city accepts a Federal grant from the FAA for
projects at the airport, the FAA imposes a list of 39 Grant Assurances that an airport mus
be in compliance with, or funding will be jeopardized. The primanagsurance dealing
with restrictions at the airport is Grant Assurance E2(omic NorDiscrimination
The assurance reads that the &itwill make the airport available as an airport for public
use on reasonable terms and without unjust disationino all types, kinds and classes of
aeronautical activities, including commercial aeronautical activities offering services to th
public at the airpod.

2. Airport Noise and Capacity Act (ANCA) of 189ANCA was imposed in 1990 to phase
out noisy aaraft, known as Stage | and Stage Il, and encourage replacement to quieter
Stage Il aircraft. A further outcome of ANCA was the development of FAR Part 161,
which is a statutory method of restricting aircraft and allowing mandatory noise abatemel
procedues. There has been one Part 161 application approved by the FAA since 1990,
which was for a Stage Il noise ban at the Naples Municipal Airport in Florida. All other

12 Ajrport Noise and Capacity Act (ANCA) of 1990 Eitld 49, U.S.C., subtitle VII, as amended

131 MO is a Federalgbligated airport as the City of Longmont has accepted Federal funds for its development. Under the
current airport financial aid program, the Airport Improvement Program, the City of Longraccetasi$4.1 million in

Federal funddrece 1988.

SJVIATION DRAFT 12/8/2011 2-14




applications have been denied, primarily because mandatory restrictions would cause
econonic discrimination. Other airports have mandatory procedures and restrictions, sucl
as a nighttime curfew at the Aspen/Pitkin County Airport and a noise abatement departul
procedure at John Wayne/Orange County Airport. Some airports, have specialgrocedur
or restrictions that are allowed because those restrictions were in place prior to the
enactment of ANCA and the airports were
the Aspen/Pitkin County Airport has been granted a nighttime curfew bethesafety
concerns of flying through the surrounding terrain.

Since LMO cannot impose mandatory restrictions or flight procedures, the best and only course
action is to develop Voluntaspise Abatement Procedurg®N@APs) The VNAPs are designed
to minimize the exposure of residential and other areas sensitive to aircraft noise, while ensurini

safe flight. Pilots are asked to follow th
good neighbors to the citizens who live under the airctafp#itdps. It should be noted that
compliance with the VNAPs are at the pil ot

Figure 2-6 showshe recommended traffic pattern for airplanes. For the complete VNAPs
document for LMO se&ppendix C.

FIGURE2-6 8 RECOMMENDED VOLUNTAR NOISE ABATEMENT PERCEDURES FOR AIRPLAS
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Source: Jviation{itg;0f Longmont
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2.4.10  Obstructions to Air Navigation

FederaAviation Regulation (FARX CFRPart 77Safe, Efficient Use, and Preservation of the Navic
Airportsdefines and establishes the standards for determining obstructions that affect airspace |
the vicinity of an airport. Obstructions are defined as any object of natural growth, terrain,
permanent or temporary construction equipment, or permanent orasgnmpanmade structure

that penetrates an imaginary surface. Prior to any @aypeidpment, a Part 77 evaluation must be
conducted regardless of project scale to tteaifthere will be no hazardous effect to air

navigation due to constructi@asedn these requirements, this study used obstruction data from
LMO&@0®4Ai r port Layout Plan and the FAAOs Dig
are no known obstructions on LMO or within approach surfdeer® are high towers in the
vicinity,but nonethatappear tgpenetrate the imaginary surfaces surrounding the airport.
Additional obstruction survey was not included in the scope of this master plan. From visual
observation and discussion with airport management, no apparent new struetoees ha
constructed since the last obstruction survey that would impact airport operations.

2.5 GENERAL AVIATION FACILITIES

General Aviation (GA) facilities provide support to GA activities at an airport. GA facilities include the
FBO, hangars, and apron/tiedo space.

SJVIATION DRAFT 12/8/2011

251 Fixed Based Operator (FBO)

LMO has two FBOs located on the airfield: Twin Peak Aviation and Air West Flight Center. Bott
arefull service FB®that offerfueling aircaft parking on the ramp or tiedowhangar rental,

aircraft maintenance, amdernetaccess. Air West Fligbénter offers 100LL, J&t and motor

vehicle gasoline; while Twin Peaks only offers 100LL AvGas.

2.5.2 Airport Hangars

The only office space and hangar oviayettie Cityslocated at Twin Peaks Aviatishpwn in
Figure 2-7 as buildings 1 and®he rest of the hangars on airport property are privately owned,
and the land is leased. The land I@as28year leaseeachwith the option to renew for another
20yearsthere is no reversion clause in the leases. The land lea$@286xents per square

foot for Fiscal Year 201ith increases each year according to the Denver/Boulder Consumer
Price Index.
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FIGURE2-7 - LMO HANGARS

LEGEND
1. TWIN PEAKS AVIATION (FBO)
2. LMO AIRPORT OFFICE

3. AIR WEST FLIGHT CENTER (FBO)
4. BT ENTERPRISES PORT-A-PORTS
5. CORPORATE HANGAR

6. MILE-HI SKYDIVING

7. BOX HANGARS

8. T-HANGARS

9. EXECUTIVE HANGAR, PART 135

Source: Jviation, Inc.

2.5.3 Based and Transient Aircraft Parking Tiedowns

There are 52 tiedowns on the apron, of which Air West Flight Center manages 35 and Twin Pes
Aviation manages 17. Of the 35 tiedowns that Air West Flight Canggyas, 25 are occupied
full-time and 30 are occupied-firthe in the summer months. The remaining tiedowns are for
transient aircraft. All of Twin Peaks Aviation 17 tiedowns are occugiatefulbne are available

for transient aircraft. During bussripds, the lack of transient tiedown spaces can become a
concern.

2.6 AIRPORT MAINTENANCE AND EQUIPMENT

The City of Longmomwns one operations vehicle that is used for the Aifpersnow removal and
mowing services are contracted out to various prveaigesproviders. These contractors bring their own
equipment and do not store it on site.
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Maintenance of the airfield lighting systems, such as the runway and taxiway edge lights, is performed

City of Longmontodés Traffic Engineering Di

2.7 SUPPORT FACILITIES

2.7.1 Maintenance Storage Facilities

All of the maintenance equipment is stored and maintained by the City of Longmé&thalicthe
Wo r khspdlocatefustnorth of LMO.

2.7.2 Aircraft Fuel Storage

Fuel for aircraft normally comes in two forms: Av@zdet A. AvGas or Aviation Gasoline is a
gasoline for aircraft with reciprocating piston engines. The most common grade in use for AvGe
iooLL, the O6LL®d stands for |l ow |l ead. Jet A i
used for powdang jet and turb@rop engine aircraft. Due to environmental concerns of the lead
content in the 100LL fuel, the EPA is currently advancing rulemaking to end the production of tt
type of fuel. Industries, and fuel refiners alike, are scrambling tfidmedtduel sources and/or
engine conversion methods to allow aircraft engines designed for this type of fuel to continue tc
operate safely. Both FBOs offer fuel for their customers, andi8ikgdiving performs its own
fueling.

2.7.2.1 Air West Flight Center

Air West Flight Center has one underground self service fuel tank with a capacity of 10,500
gallons. Air West Flight Center also owns three fuel trucks: one holds 2,200 gaflporoé Jet
holds 1,200 gallons of AvGas (100LL), and one holds 700 gahensiotor vehicle gasoline.

2.7.2.2 Twin Peaks Aviation

Twin Peaks Aviation has one abovegroundeefice fuel tank for AvGas, with a capacity of
8,500 gallons. Additionally, Twin Peaks Aviation has one fuel truck that holds 1,200 gallons of
AvGas (100LL).

2.7.2.3 Mile-Hi Skydiving

Mile-Hi Skydiving has one split tank truck that holds 200 gallons of 100LL and 800 gallons of .
A.

2.8 VEHICLEACCESS AND PARKING

SJVIATION DRAFT 12/8/2011

2.8.1 Airport Access Road Network

The public entrance for LMO is on the east side of the airport, off of Airpdrt/Rpart Road
is a four lane arterial road abutting the airport. It has access to Highway 119, Nelson Road, Ro¢
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Road, and Hover Road. There is also access on the southeast side of the airport, on Roger Ro:
and on the northwest side of the airp@tSi. Vrain Road.

2.8.2 Parking

LMO has free parking, located north and west of each FBO. Additionally, pilots and airport tena
often park inside their hangars and/or at the end of each hangar unit.

2.9 UTILITIES

The City of Longmont is a fideérvice municipgli with its electric and telecommunications company,
Longmont Power & Communications (LPC). It also provides water and wastewater (through its Public
Works and Natural Resources Department), natural gas (through Xcel Energy), sewer, and trash/recy
seavices.

2.10 METEOROLOGICAL DATA

2.10.1  Wind Coverage

Wind conditions are particularly important for runway use at an airport. Each aemaft ha
acceptable crosswind component for landing and takeoff. The crosswind component is the spee
of wind at a right angle to the runway centerline. When the acceptable crosswind component of
aircraft is exceeded the aircraft must divamatherirpat. PerFAA Advisory Circular (AC)
150/530013 Airport Desigmhen the current runway(s) provide less than 95% wind coverage for
any aircraft that use the airport on a regular basis, a crosswind(s) runway should be considered
crosswind components B.5and13knotsare representative of the light aircraft that operate at
LMO; theywere used for this analysis to loakaallowable crosswind componehtifferent

size aircraft.

LMO does not have any current laagn wind/weather observationsalatailable. The last wind
study was collected from 1978 to 1980, and
Automated Weather Observation System (AWOS) was connected to the national system of we:
monitoring equipment (NADIN) in Decenrlad 2010. With this connection, all of the weather
observations will be stored with the National Climatic Data Center (NCDC), as opposed to the
previous situation where the system only reported the current conditions through a local radio
broadcast andtalephone connection. It is recommended that LMO reevaluate the wind coverage
after at least one year of data has been collected by NCDC. The 1980 Wind Rose indicates tha
current runway orientation provides 97.79% coverage for a crosswind comgd@nghinot and
98.04% coverage for a crosswind component of 13 knots. Therefore, using this wind data, a
crosswind runway is not justified by FAA criteria. The 1980 Wind Besietisd irFigure 2-8

below.
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FIGURE2-8-1980 WIND ROSE
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| ALIGNMENT
% WIND COVERAGE
RUNWAY | 10.5 KTS (12 MPH) 13.0 KTS (15 MPH)
11-29 97.79% 98.04%
2.10.2  Temperature

The airport reference temperature, which is defined as the mean maximum temperature of the
hottest month, i88.9°F and occurs in Jtlin addtion, the average temperatur27=in

Januarand72°Fin July

2.10.3
The

Precipitation

City of Longmont &s

2.10.4

A reviewof data from nearby airpsrBoulder Municipal Airport and Fort Calliroveland
Airport, indicatethat Instrument Meteorological Conditions (IMC) occueerage

14Western Region Climate Center, Colorado Climate Sumhtgriéaww.wrcc.dri.edu/cgbin/cliMAIN.pl?colong

151bid
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being May. The average snowfall foritgeaeerages 34.2 inches per year.



2.11

approximately 6%f the time in the area. Currently there is no existingelongource for local

weather information for LMO; however local airport weather information will be available at a lat

date with the recent AWOS upgrades.

AIRPORT PROPERTY & LAND USE

As shown irFigure 2-9, LMO is located in northern Colorado, approximately 31 milesodttivest of

Denver and northeast of the City of Blew, within Boulder County. It is situated along U.S. Route 287,
which gives the Airport easy access to U.S. Route 34, U.S. Route 36, Colorado State Highway 119, ar

Interstate 25.

The City owns approximately 264 acres for the airport, encompassing both the airfield and additional I
in the immediate vicinityigure 2210s hows t he Ci ty

FIGURE29 6 LOCATION MAP

VANCE BRAND

GLENWOOD SPRINGS

GRAND JUNCTION

MANITOU SPRINGS

$ TRINIDAD

Source: Jviation, Inc.

airport. The map depicts the following:

=4 =4 4 4 -4 -4 -9

Blue: Public/QuagpPublic Land

Pink: Residential

Orange: Commercial

Purple: IndustriiEconomic Development

Green: Park, Green Ways, and Open Space
Non-Shaded Areas: Not part of the City of Longmont.

Oval Area: The Airport Influence Zone (AlZ) Overlay District
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According to the City Cotiethe purposes of the airport influence overlapgalistrict are:

1.

To protect the ongoing ability of the airport to serve the city's air transportation needs and prote
the public investment in the airport;

. To minimize risks to public safety and minimize hazards to airport users;

To protect propertyalues and restrict incompatible land use; and

To promote appropriate land use planning and zoning in the area influenced by the airport.

Furthermore, the AlZ adds restrictions such as:

l

Use Restrictidis use shall create any electrical interfereticeavigational signals for radio
communications between the airport and the aircraft, make it difficult for pilots to distinguish
airport lights from others, result in glare for pilots using the airport, impair visibility in the vicinity
of the airport obtherwisen any way create a hazard or endanger the landiuaff, take

maneuvering of aircraft using the airport.

Height LimitatiomNo structure or object of natural growth shall be erected, altered, allowed to
grow, or be maintained at a hetght intrudes into the Federal Aviation Regulation (FAR) part 77
surfaces for the Vance Brand Airport

Nonconforming Ules owner of any existing nonconforming structure or object of natural growth
shall permit the installation, operation, and mairtemdmarkers and/or lights as deemed
necessary by the airport manager, to indicate the users of such hazards. If a nonconforming
structure is abandoned for a period of 180 consecutive days, no permit such be granted, and a
permit may be granted for deriofi and removal.

16 City of Longmont, Part B Code of Ordinances: Title @hand Development Code, Chapter 15@ning Districts
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FIGURE2-10 6 CITY OFLONGMONT ZONING
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Source: City of Longmont

2.12 COMMUNITY SOCIOECONOMIC ANALYSIS

For the master planning process, it is critical to understand the social and econoohithbealth
community that serves the airport. These socioeconomic indicators, including population, employment
and income, normally will have an impact on the levels of aviation activity forecast at an airport. The
foundation for the development of aviafimrecasts is typically centered on this information. Any changes
in these metrics will likely have an impact on aviation activity levels at the airport.

2.12.1  Population

According to the U.S. Census Bureau, the City of Longmont has grown similar to surrounding
cities and the cities of other nearby airports, including the cities of Fort Collins, Loveland, and
Greeley, as shownTiable 2-7.
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TABLE2-7 - POPULATION DATA

AN
Population | Population
City of Longmont 71,093 86,270 21.35%
Boulder County 269,814 294,567 9.17%
City of Boulder 94,673 97,385 2.86%
City of Lafayette 23,197 24,453 5.41%
City of Fort Collins 118,652 143,986 21.35%
City of Loveland 50,608 66,859 32.11%
City of Greeley 76,930 92,889 20.74%
City of Broomfield 38,272 55,889 46.03%

Source: US Census, American Fact Finder

2.12.2  Employment

St. Vrain Valley School District is the largest employer in Longmont, employing 4,876 people.
Table 2-8 shows the top employers in Longmont.

TABLE2-8 - LONGMONT PROFILE ORMAJOR EMPLOYERS

St. Vrain Valley Schools 4876 Education
Longmont United Hospital 1,82 Medical
Seagate Technology 1,160 Technology
City of Longmont 814 Government
Intrado 807 Technology
Amgen 771 Medical
FAA Aviation Control Center 566 Government/Aviation
DigitalGlobe 562 Technology
Crocs 425 Retail
McLane Western 406 Retail
Con AgraButterbal), LLC 360 Retail
Longmont Clinic 288 Medical
Circle Graphics 280 Media
Xilinx 270 Technology

Source: Longmont Area Economid @wuR0il 1.

The U.S. Bureau of Economic Analysis (BEA) tracks employment by categond(Nét6S
American Industry Classification System) for every ¢ouhé/nationThis type of information is
valuable for planning purposes because the prevalent industry types can greatly affect the level
business aviation demand, as well as disposable income available for private aircraft ownershig
Table 2-9 shows the latest data and numbers for Boulder Countyrdfbssional, Scientific and
Technical Serelessification is the largest sector for the county. Typically, these businesses emp
highly skilled, specialized and educated workers.
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TABLE2 9 - 2007 NAICS TOTALSFOR BOULDERCOUNTY
Number of establishments of employmensize class

s | 5o 10 50- | 100 | 250 | 500 | 107
19 99 | 249 | 499 | 999
more

Forestry, Fishing,

Hunting, and 13 3 1 0
Agriculture Support
Mining 30 19 3 2 5 1 0 0 0 0
Utilities 14 9 2 1 0 1 1 0 0 0
Construction 919 675 130 68 33 8 5 0 0 0
Manufacturing 538 222 100 79 83 22 21 5 5 1
Wholesale Trade 505 315 88 57 29 7 8 1 0 0
Retail Trade 1,245 569 327 163 108 41 31 5 0 1
Transportation and
Warehousing 94 52 18 10 7 5 2 0 0 0
Information 327 186 46 42 26 10 13 2 2 0
Finance and Insurance 722 503 122 62 28 2 3 1 1 0
Real Estate an_d Rental 662 501 91 31 17 5 0 0 0 0
and Leasing
Professional,
Scientific, and 2544 1941 283 162 96 30 22 7 0 3
Technical Services
Management of
Companies and 60 23 12 8 10 2 2 1 2 0
Enterprises
Administrative and
Support and Waste
Management and 539 340 82 43 39 16 15 4 0 0
Remediation Services
Educational Services 239 164 30 22 14 8 0 0 1
Health Care and Social
Assistance 1,159 662 262 127 68 19 10 7 1
Arts, Entertainment, 559 453 95 22 15 5 3 1 0 0
and Recreation
Accommodationand  g15 199 156 209 200 51 10 0 0 0
Food Services
Other Services (except
Public Administration) 861 532 1r9 97 38 1 2 2 0 0
Unclassified 6 6 0 0 0 0 0 0 0
Total 1406 844 283 154 90 25 9 1 0 0
Source: National American Industry Classification System (NAICS)
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2.12.3 Income

Table 2-10indicates that the per capita personal income of Boulder County is considerably hight
than both the State of Colorado and the U.S. Average income. However, the 2009 American
Chamber of Commee Research Association (ACCRA) Cost of Living Index for Boulder,
Colorado was 125.3. This means, on average, it is 25.3% more expensive to live in Boulder Co
than the average U.S. tity.

TABLE2-10- PERCAPITA PERSONAL INCME COMPARISON

2003 2005 | 2006 2008

Boulder County $41,105 $42,995 $46,376 $48,654 $50,344  $50,058

State of Colorado $35,156  $36,652 $38,555 $40,899 $42,449  $43,021

U.S. Average $32,271 $33,881 $35,424 $39,698 $39,392 $40,166
Source: U.S. Department of Commerce: Bureau of Economic Analysis

2.12.4 Sales & Use Tax

A review of a communityds tax receipts is
Table 2-11shows the overall sales and use tax for the City of Lon&noom2008 to 2009, there
was a significant drop in sales and use tax, and the City began to experience a partial recovery
2010

TABLE2-11 -CITY OF LONGMONT USE& SALES TAX

[ 2007 2008 2009 2010

Sales Tax Collectec $38,138,56 $39,089,11 $37,508,85' $38,265,46!
Use Tax Collected $7,156,525 $7,124,994 $5,176,150 $6,310,198

TOTAL $46,175,45 $46,214,10 $42,685,00! $44,575,66
Source: City of Longmont, Sales Tax Reports

2.13 ENVIRONMENTAL OVERVIEW

FAA Order 1050.1Environmental Impacts: Policies and Bnac€udez$5050.4RationaEnvironmental
Policy Act: Implementastruction for Airport Actialisess specific environmental categories that are
evaluated in environmental documents through the National Environmental Policy Act (NEPA). In orde
to understand future environmental impacts of planned developmeairgbttiean inventory of exiting
airport development to the NEPA environmental categories must occur. During the evaluation of
alternatives for this master plan, each alternative is evaluated to identify any environmental impacts. T
following section wentories these categories and their existence at the airport.

17Metro Denver Economic Development Corporation: Cost of Living. http://www.metrodenver.oftyiogsaspx
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2.13.1  Air Quality

The Clean Air Act of 1977 and the National Environmental Policy Act require federally funded
projects to evaluate the potential to degrade air quality, specifically, thosatatkasdmon
attainment area. A nattainment area is an area that does not meet the air quality levels assigne
by the U.S. Environmental Protection Agenc
(NAAQS). The airport is located in Boulder Cqumikych is designated by the EPA as a non
attainment area fort®ur ozone. Ground level ozone, a gas harmful to humans, can be formed
from the reaction between sunlight and pollutants emitted from sources such as cars, power ple
industrial boilers, fiaeries, chemical plants, and various other sources. The 8 hour ozone
standards, as defined by the NAAQS, are measured by takipgahav&rage of the fourth

highest daily maximursh®ur average ozone concentration within an area over each year. The
current standard, as set in 2008 is 0.075 parts per million; however this standard is in the proce
being modified.

2.13.2  Department of Transportation Act: Section 4(f)

The Department of Transportation (DOT) Act, Sectiof p(fvides that théSecretary of
Transportation will not approve any program or project that requires the use of any publicly owr
land from a public park, recreation area, or wildlife and waterfowl refuge of national, state, or loc
significance or land from an historic site of naltistate, or local significance unless there is no
feasible or prudent alternative and the use of such land includes all possible planning to minimi:
harm resulting from the @s@he nearest property to the airpoiow Farm Parlocatecbne

mile avay All other 4(f) properties are more than one mile from the airport.

2.13.3 Farmlands

The Farmland Protection Policy Act (FPPA) regulates federal actions that may impact or convel
farmlandtoancagr i cul tur al wuse. FPPA dantasdetesminedar m
by the participating state or unit of local government, and considered to be of statewide or local
i mportance. FFigueg-llBeuiér Cauetydhas amoderately large amount of prime
and/or unique farmland, as well as high development which relates to a relatively rapid loss of
high-quality farmland. Further analysis and consultation would be needed for future projects witt
the potential to convert any existing prime and unique farmland.

18.S. Department of Transportation Act, sestimtifi{f) and renumbered as § 303(c) of 49 U.S.C.
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FIGURE2-11 - COLORADO FARMLANDS
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2.134 Fish, Wildlife, and Plants

Requirements have been set forth by the Endangered SpétieseAikes ALt The Fish and
Wildlife Coordination A€t the Fish and Wildlife Conservation*Aeind the Migratory Bird
Treaty AcE, for the protection of fish, wilddifand plants of local and national significance.

Boulder County has several species listed by the U.S. Fish and Wildlife Service as being threat
or endangered. These are listéthble 2-12 The list depicts species that occur in Boulder County
as a whole, and therefore does not necessarily reflect species that exist on airport property. An
initial analysis of threatened and endangered spestemismiended by the FAA for inclusion in

the Master Plan to aid in the overall potential for listed species. It is not believed that any of the:
species exist within the airport property, however, no field surveys were included in this study. T
developrent actions that are generated through this master planning process will be further
evaluated on their potential impact to listed species through a coordination effort with the U.S. F
and Wildlife Service and Colorado Department of Wildlife durinigetinatazes evaluation phase.
Further study will be undertaken at that time, prior to any actual development, if required.

19Endangered Species Act of 1973, U.S. Congubls,[”aw 9205, 16 U.S.C §153544

20 Sikes Act, Amendments of 1974, U.S. Congress, Public-4a% 93

21Fish and Wildlife Coordination Act of 1958, U.S. Congress, Public-624y 86 U.S.C §6666¢
22Fish and Wildlife Conservation Act of 1980, U.8gKess, Public Law-366, 16 U.S.C §29R%12
23 Migratory Bird Treaty Act of 1981, 16 U.S.C-§1@3

SVIATION DRAFT 12/8/2011 2-28




TABLE2-12- BOULDER COUNTY THREANED AND ENDANGEREDWNILDLIFE

BOULDER COUNTY
Scientific Name

Canada lynx Lynx Canadensis Threatened
Gaura neomexicana spp.
coloradensis
Greenback cutthroat trout Oncorhynchus clarki stomias Threatened
Least tern (interior

Colorado butterfly plant Threatened

SR Sternulantillarum Endangerec
population)
Mexican spotted owl Strix occidentalis lucida Threatened
Piping plover* Charadrius melodus Threatened
Preble6s meac Zapus hudsonius preblei Threatened
mouse
Ut e |-taedsese s 0 Spiranthes diluvialis Threatened
Whooping crane* Grus americana Endangered

Source: US Fish and Wildlife Service, Threatened and Endangereill 8p&6ie20idyl Cc
*Water depletions in the South Platte River may affect the species and/or critical he
reaches in oshees.

2.13.5 Floodplains

Executive Order 11988loodplain Managéhdentr ect s f eder al agenci es
possible the long and shtetm adverse impacts associated with the occupancy and modification
of floodplains and to avoid direct and ieclisupport of floodplain development wherever there is
a practicable alternativebo.

An examination of the Flood Insurance Rate Maps (FIRM) for Boulder County shows that there
are no flood zones located within airport property. The nearest flood zetieasthe airport
by about half a mile along the St. Vrain River, as shéwjuiia 2-12

24Executive Order 11988, Floodplain Management, 1977
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FIGURE2-12- FLOODPLAINS MAP

Map: Jviation

2.13.6 Hazardous Materials, Pollution Prevention, and Solid Waste

The Resource Conservation and Recovery Act (ROR#hprehensive Environmental

Response, Compensations, and Liability Act (CERCE#perfund Amendments and
Reauthorization Act (Superfufiddnd the Community Environmental Response Facilitation Act
(CERFAJ® are the four predominant laws regulating actions related to the use, storage,
transportation, and/or disposal of hazardous materials, chemicals, substhmaestes. Federal
actions that pertain to the funding or approval of airport projects require the analysis of the
potential for environmental impacts per the regulating laws. Furthermore, property listed or
considered for the National Priority List (NP s houl d be evaluated in
location. NPL properties in Boulder Country are list€dhte 2-13

25U.S. Code, 1976, Resource Conservation and Recovery Act, 42 USC, 86901

26.S. Code 1980, Comprehiea€nvironmental Response, Compensation and Liability Act, 42 US@E88601
27U.S. Code 1986, Superfund Amendments and Reauthorization Act, 42 USC

28U.S. Code 1992, Community Environmental Response Facilitation Act, Public426v 102
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TABLE2-13 -NPL SITES IN BOULDEBOUNTY

Captain Jack Mill Active NPL COD 981551427 20 miles
Marshall Landfill Completed NPL COD 980499255 14 miles

Source: EPA, Colorado Site 12xHlor,

2.13.7  Historical, Architectural, Archaeological, and Cultural Resources

Site Aliases EPAID Distance to Airport

The National Historic PreservationAand the Archaeological and Historical Preservati®h Act
regulate the preservation of historical, architectural, archaeological and cuitcesl fesderal

actions and undertakings are required to evaluate the impact on these resources.

The National Register of Historic Places lists ten properties within and near the city of Longmon
The properties are listedTiable 2-14 The nearest property to the airport is the Hoverhome and
Hover Farmstead, which is approximately two miles southeast of the airport. Therefore, it is not
expected thany proposed airport actions would impact any existing historical properties.

TABLE2-14 - HISTORIC PLACES INONGMONT

Date Added Dlstance

Thomas M. Callahan 312 Terry St. 5/16/1985
House
Dickens Opera House 300 Main St. 7/28/1987
Boundedby L ong ¢ 10/2/1986
East Side Historic District ~ Ave., Cdyer St., 4th Ave. &
Emery St.
Empson Cannery 15 3rd Ave. 1/5/1984

Hoverhome and Hover 13031309 Hover Rd. 1/15/1999

Farmstead

Longmont Carnegie 457 & Ave. 11/3/1992
Library

Longmont College 546 Atwood St. 8/12/1987
Longmont Fire 667 4 Ave. 5/16/1985
Department

St. Stephenod .

Church 470 Main St. 2/24/1975

Roughly bounded by'5

Terry, 3 and Grant 17771987

WestSide Historic District

2.5
3.0

3.5
2.0

3.0
3.0
3.0

3.0

3.0

Source: National Park Service, U.S. Department of the Interior, Updated as of 5/10/2011

29U.S. Code, 196K ational Historic Preservation Act of 1966, Public La689
30U.S. Code, 1974, Archaeological and Historical Preservation Act of 1974, 16 USC 469

SJVIATION DRAFT 12/8/2011

2-31



2.13.8  Light Emissions and Visual Impacts

Federal regulations do not specifically reguiadetdight emissions; however, the FAA does
consider airport light emissions on communities and properties in the vicinity of the airport. A
significant portion of light emissions at airports are a result of safety and security equipment an
facilities. Tie airport has four primary sources of light including:

1 Medium Intensity Runway Lighting (MIRL): white lights outlining the runway and classifie
by the intensity or brightness the lights are capable of producing

1 Medium Intensity Taxiway Lighting (MITi{uelights outlining the taxiways and classified
by the intensity or brightness the lights are capable of producing

1 Visual Approach Slope Indicator (VASI) system: arrangement of red and white lights
offering descent guidance to approaching aircraft

1 Airport beacon: rotating green and white light used to locate the airport after dark

All four sources of light aid in the safety of operations at the airport and produce an insignificant
amount of light on the surrounding communities. Furthermore, the MIRLs, il VASIs are

pilot controlled, meaning, the lights are activated by approaching pilots and do not remain on
throughout the night when there is no activity. Nighttime operations at LMO are very infrequent
relation to daytime operations, so thedigfgically remain off for most of the night.

2.13.9 Noise

Noise from aircraft operations is a critical consideration for airport development and operations.
Any actions that may change runway configurations, aircraft movements, aircraft types, or flight
pattens, may alter the noise impacts on the communities in the vicinity of the airport and must b
carefully examined. 65 BEight Level (DNL) noise contours will be developed during this master
plan for the current and ultimate (20 year) time frames. ThieaS/Aa#lopted the DNL metric as

the official way to measure noise impacts. The following is an excerpt from Chapter 17 of the F:
Environmental Desk Reference for Airpddchchiens

DNL is the standard Federal metric for determining cumulative expbsutividuals
to noise. In 1981, FAA formally adopted DNL as its primary metric to evaluate
cumulative noise effects on people due to aviation activities.

(1) Past and present research by the Federal Interagency Committee on Noise (FICON)
verified thathe DNL metric provides an excellent correlation between the noise level an
aircraft generates and community annoyance to that noise level,

(2) DNL is the 24our average sound level in decibels (dB). This average is derived
from all aircraft operationsithg a2 our peri od t hat represent
annual operational day;
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(3) It is important to note that due to the logarithmic nature of noiseydestoise
levels control the 2dour average; and

(4) DNL adds a 10 dB noise penaltyesgh aircraft operation occurring during

nighttime hours (10 p.m. to 7 a.m.). DNL includes that penalty to compensate for
peopl eds heightened sensitivity to noise
heavily to an airportds overal/l noi se pr of

Noise issues and abatement procedures are covered in$ettbm?.4.9

2.13.10 Water Quality

The Cleawater Actpr ovi des t he f eder alestablisk\watengoedity t  t

standards, control discharges, develop waste treatment management plans and practices, prev
minimize the loss of wetlands, location with regard to an aquifer or sensitive ecological area suc
awetland area, andreguldtestr I ssues concerning water (qu:

The City of Longmont has developed several initiatives to preserve and improve the quality of t
cityds water so that it can continue to su
aquatic life, another uses now and in the future. Some of the initiatives include:

Watershed Management Plan

Participation i n K eoblaporative eff@ttcepeotect Water quatite r
Water Conservaticirebates and community education

Pollution Prewation - community education and disposal resources

Maintain all required Storm Water Management Plan documentation

= =4 4 A A

31U.S. Code, 1977 The Clean Water Act, 33 U.S.C:18B51
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2.13.11 Wetlands

Executive Order 1199 yrotection of Wetlandd e f i nes wet |l ands as o0t h
surface or groundwater with a frequency sufficient to support and under normal circumstances
does or would support a prevalence of vegetative or aquatic life that requires saturated or seas
sasurated soil conditions for growth and rep
the destruction, loss, or degradation of wetlands.

An examination of the National Wetlands Inventory depicts that no wetlands exist on LMO
property. As a resptio development within the current airport boundary should create a wetland:
concern.

FIGURE2-13 - WETLANDS

Map: Jviation

2.13.12 Wild and Scenic Rivers

The Wild and Scenic Rivers Act of 1968, as aniémidsthes those river segments designated

as, or eligible to be included in, the Wild and Scenic Rivers System. Impacts should be avoided
minimized to the extent possible when the rivers or river segments that fall under this Act may k
affected by a proposadtion. In addition,the r e s i d Envitorimental Me3slge Riredtive

and Scenic Rivdirectsfederal agencies to avoid or mitigate adverse effects on rivers identified in
the Nationwide Rivers Inventdhat have thpotential for designation under the Wild and Scenic
Rivers Act.

32.S. Code, The Wild and Scenic Rivers Act of 1968, 16 USI282,71977
33 Office of Environmental Policy, 1979, Policy Guidelines for Wild and Scenic Rivers, 1980
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The Cache La Poudre River is the only nationally designated Wild and Scenic River in Coloradc
The River is approximately 30 miles northwest of the airport and will not be impacted by airpor
development.

2.14 SUSTAINABILITY

Sustainability is an important value of the City of Longmont. Sustainability in relation to airports goes
beyond just the concept of environmental sustainability. In order to truly be effective, sustainability
measures musbnonly consider the environment, but also the effects on social and economic benefits. |
bal ance of these three elements is essential,
triple bottom line is shown kgure 2-14

FIGURE2-14 - TRIPLE BOTTOM LINEFOSUSTAINABILITY

Sustainability

Source: City of Longmont

2.14.1  Aviation Industry Sustainability Initiat ives

The aviation industry has developed numerous sustainable initiatives that are utilized throughot
the country. These initiatives can be federal, state, or local mandates; however, they are more
effective when the local governing body independelitgsesastainability makes good business
sense. A few of the benefits airports can gain from embracing sustainability are:

1 Reduced capital asset life cycle costs
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1 Reduced operating costs
1 Better customer service and satisfaction
1 Enhanced relationships witle community

The Sustainable Aviation Guidance Alliance (SAiGA)coalition of aviation interests which

formed in 2008 with the mission to assist airport operators in developing and maintaining
sustainability programs. This organization has an atbask of sustainable practices that are
used at other airports for construction and operational activities. An additional source-for airport
specific sustainability information is the Sustainable Airport Manual developed by the City of
Chicago Aviation 8partmenif. These two sources can be referenced during the planning and
design of specific projects to determine if there are any sustainability measures that can be
employed.

2.14.2  Local Sustainability Initiatives

The City of Longmont addomtle Entvh @ onErema roc e o
to both improve and create a sustainable environment in the city. The Environmental Sustainab
Vi sion states, 0To be a sustainable commun
without compromisng t he abil ity of future generatic
identified several strategies to be used to promote sustainability in the community, such as:

1 Reduce energy and water use

1 Provide renewable and alternative energy sources

Recycland reuse materials to minimize waste and pollution associated with production a
disposal

Protect open space to preserve wildlife habitat

Utilize land use controls to protect and preserve environmental resources

Provide a water supply to meet the nekgeaple and their environment

Reduce emissions of air and water pollutants

Promote local agriculture

=

= =2 4 A4 A

In addition to the sustainable strategies, the City has implemented several programs and initiatives to
further promote sustainability, to include:

1 Energy efficiency/conservation
1 Green build program
1 Watershed protection

34 http://lwww.airportsustainability.org/
35 http://www.airportsgoinggreen.org/Content/Docunts/ CDA%20S AM%28/620v2%200%20
%20November%2015%202010%2P0FINAL.pdf
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Stream restoration

Storm water quality

Water conservation

Enhanced recycling programs

Continuation and use of open space tax funds

= =4 4 A A

2.15 SURVEYS

To further assess the adequacy of the afgodittes and desired improvements, surveys were sent to local
aircraftowners and pilots, airport business tenandgorporate businessthat have operat@at LMO in
the past year, and local Longmmrgsinesses. Examples of the surveys are locAfgakimdix D.

2.15.1  Local Aircraft Owner and Pilot Surveys

A total of 84ocalarcraftowner andgilot surveys were completed. From the returned surveys, the
respondents overwhelmiyondicated thelesirdor ayeafround restaurant, crosswind runway,
additionahangar space and availability, and a runway extension for Runway 11/29. The survey
asked the respondefsspecify the most essential facilities and capabilities of the airport. Eighty
one out of 84 respondents completed this section. The respomarfrequently indicated that
seltservice fuel, aircraft maintenance, tiedowns/hangars, and flight instruction as the most esse
facilities at the airport. The least essential were fire and rescue and tourism/enteetatechent r
activities. Them®t commonly speci fi ed -ldoartbdtheoonds, ah areai | |
to wash aircraft, courtesy cars and the for old airport beacon to be turned back on.

Respondents were asked to rate thewaithponltd
being poor and Tahle@-bd5shovesithe average ratimd anhdemode .for each
category. Additionally, respondents were askadidate which category should have the highest
priority. The most commonly specified categories were runway length (23%); hangar availability
space, and lease rates (15.7%); condition of pavement (14.5%); and the need for a crosswind
runway (10%).
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TABLE2-15 8 AIRCRAFT OWNER AND RLOT RATINGS OF AIRBRT FACILITIES

Mode (Most
Category Average Scorel common number
indicated)*

Runway Orientation 7.8 8
Runway Length 6.9 8
Condition of Pavement 7.6 8
Unicom Service 6.8 9
Apron Space 6.6 8
FBO Services 6.6 5
Visual Aids 6.5 8
Navigational Aids 5.6 5
Instrument Approaches 5.3 5
Hangar Space 5.3 5
Hangar Availability 4.9 5
Hangar/Pad Lease Rates 4.9 5

Source: Jviation, Inc.
*Rating Sclall e:s 10 Eixsc ed H ceonrt 60,

A majority of the respondents stated the airport is extremely important, if not vital, to the local

community and businesses. Some of the comm
economi ¢ de v mdgralgampomdnt, tfie canmuniyiinfrastructype a n dist h a't
ot he | if ebl o®Gothments forlthe sugveys aret lazatéppendix D.

2.15.2  Airport Business Tenant Surveys

Nine Airport TenanSurveys were completed. From the completed surveys, the respondents
stronglyindicated the need for a runveayension for Runway 11/29. Additionally, a majority of

the respondents requested additional apron space, dedicated snow removal, and a better instrt
approach into the airport.

The survey alsasked to specify the mesisential facilities and capabilities of the airport. The
respondents were asked to rank the same categories as aircraft ownersuaveypifor the

most and least essential facilities atport. They indicated that seéfrvice fuel, airait
mantenance, twns/hangars, and flight instructioathe most essential facilities at the airport;
and Fire and Rescue, and Tourism/Entertainment Related Actwitiesl@ast essential.

Respondents were asked to rate the airport
being poor and Tahledl®shtws thenayeragging antd inaglenfor each
category. The survey respondents rated the aisg@®6), indicating that the airport is very

i mportant, or oOessentialé, to the | ocal <co
located irAppendix D.
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TABLE2-16 & AIRPORT TENANT RATIGS OF AIRPORT FACILIES

Category Average Score{ Mode (Most common
number indicated)*

Runway Orientation 7.3 5
FBO Services 6.9 5
Condition of Pavement 6.8 9
Unicom Service 6.7 8
Apron Space 5.9 5
Visual Aids 5.8 4
Instrument Approaches 54 5
Navigational Aids 5.3 7
Runway Length 4.9 6
Hangar Space 4.6 4
Hangar Availability 4.4 3
Hangar/Pad Lease Rates 4.4 4

Source: Jviation, Inc.

*Rating Scale: 1 is o0Pooro6, 10 is OExcel

2.15.3  Corporate Aircraft Business Surveys

Businesses that have used LMO for their corporate aiithaitthe last two yeangere sent

surveys, however, as of April 25, 2011 only four of 22 suereyeturned.able 2-17shows the
averageatingfor each categoryhe respondents also indicated the need for deicing and a better
instrument approach. All the comments for the surveys are lodgtpdndix D.

TABLE2-17 - BUSINESS USER RATINESOF AIRPORT FACIUES

Category*

Runway Orientation 10
Unicom Service 9.5
FBO Services 9.5
Condition of Pavement 9.0
Visual Aids 9.0
Safety of Apron 8.5
Navigational Aids 6.7
Instrument Approaches 6.7
Runway Length e
Source: Jviation, Inc.
*Rating Scale: 1 is o0Poor o, 10 i s

2.15.4  Longmont Area Business Surveys

As of April 25, 2011, 28 local Longmont area business surveys have been completed. Surveys
sent electronically from the Longmont Area Economic Council (LAEC) and Chamber of
Commerce to Longmont businesses in order to assess the local businesseperdpeairport.
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Respondents were asked to rate how important they felt the airport was to the local community

from 016 to 0106, with 016 signifying | ow
local businesses deemed the airport very imptartde local community, with an average score
of 096. Nineteen of the 28 responses rated

businesses made comments stating that the
growth of Longmnot and that all Longmont businesses benefit directly or indirectly from the
airport. Two of the businesses stated that they have operated private aircraft at the airport for
company business, while the rest stated they use commercial airline fligits brit&eational
Airport (DIA) for all business travel. All of the comments from the surveys are located in
Appendix D.
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3.0 AVIATION ACTIVITY FO RECASTS

Aviation activity forecasts are essential for airport master planning becagsadbéyaara basis to

estimate future facility needs. Per FAA Advisory Circular (AC) 156B®ifport Master Plaagiation
forecasts should be realistic, based upon the latest available data, reflect current conditions at the airp
and provide adeaqte justification for airport planning and development. Additionally, forecasts must be
prepared for shor{5 year), mediunil0 year), and lotigrm (20 year) periods, and specify the existing

and future critical aircratft.

While forecasting is esserftala successful master plan, forecasts are only approximations of future
activity based on a current snapshot in time. There are many factors that can influence forecasts posit
and negatively throughout time. Some of these include fuel pricascénsosts, terrorist acts, national

and local economic health, and the possibility of fees for general aviation (GA) users in the National
Airspace System. For this reason, forecasts and the projects that they justify should be revisited frequ
Fore@sts are used to develop an overall direction for future development. However, actual future
construction will require decisions to be made at a later date, based on actual need.

3.1 DATA SOURCES

The following sources of data and guidance were used in tbprdereof the aviation activity
forecasts.

3.1.1 FAA Terminal Area Forecast (TAF)  *°

The TAF is updated annually and is used by the FAA to determine budget and staffing needs of
FAA, as well as beiagesourcéor airport operators, the general public ahdranterested

parties. Due to limited staff resources, the FAA cannot forecast in as great of detail at small airf
as they can at large airports.

3.1.2 ACRP Report: Counting Aircraft Operations at Non -Towered
Airports ¥
This 2007 report was prepared fer Mirport Cooperative Research Program, a research arm of

the Transportation Research Board of the National Academies. It explains methodologies used
across the country to estimate operations at airports without an air traffic control tower.

36 http://aspm.faa.gov/main/taf.asp
37http://onlinepubs.trb.org/onlinepubs/acrp/acrp_syn_004.pdf
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3.1.3 ACRP Report: Airport Aviation Activity Forecasting %

This 2007 report was also prepéneithie ACRP. It discusseethodsand practices for aviation
activity forecasting.

3.1.4 Forecasting Aviation Activity by Airport %9

Written by GRA, Inc. under contract to the FAA, this 20@liment provides guidance to
individuals who prepare airport activity forecasts as well as those who review the forecasts.

3.15 FAA Aerospace Forecasts, Fiscal Years 2010 -2030 “°

The FAA annually prepares this document to explain the current economic andatla@ik, as
well as macro level forecasts of aviation activity and the U.S. aircraft fleet.

3.1.6 FAA Order 5090.3C, Field Formulation of the National Plan of
Integrated Airport Systems (NPIAS) “

This report was last updated in 2000 and is used to setforteranaging the NPIAS. According
to Section 3.2(c) of this report:

When forecast data of aircraft operations is not available, a satisfactory procedure is
to forecast based aircraft using the statewide growth rate from the TAF and to
develop activity atistics by estimating annual operations per based aircraft. A
general guideline is 250 operations per based aircraft for rural general aviation
airports with little itinerant traffic, 350 operations per based aircraft for busier
general aviation airpomsth more itinerant traffic, and 450 operations per based
aircraft for busy reliever airports. In unusual circumstances, such as a busy reliever
airport with a large number of itinerant operations, the number of operations per
based aircraft may be as dglv50 operations per based aircraft. An effort should

be made to refine such estimates by comparing them to activity levels at similar
airports or by conducting an activity survey.

As the order was written in 2000, it may not reflect current GA aititizaition due to aviation
security and usage changes following 9/11, current fuel prices, economic conditions, and other
factors that affect aircraft usage.

38 http://onlinepubs.trb.org/onlinepubs/acrp/acrp_syn_002.pdf

39 http://www.faa.gov/data_resarch/aviation_data_statistics/index.cfm?print=go

40 http://www.faa.gov/data_research/aviation/aerospace_forecastsZZBBmedia/2010%20Forecast%20Doc.pdf
41 http://www.faa.gov/airports/resources/publications/orders/media/planning_5090_3C.pdf

SJVIATION DRAFT 12/8/2011 32




3.1.7 FAA Advisory Circular 150/5070 -7B, Airport Master Plans %

This advisory circular explains thessteguired for the development of a master plan, including
the preparation of aviation activity forecasts and what elements should be forecasted.

3.1.8 Woods & Poole Economics  *®

Historical and forecast socioeconomic dat@dalder County wasbtained from Woods & Poole
Economics of Washington, DC. Use of this data source is recommended by the FAA in the
documenb For ecasting Aviation Activity by Airp

3.1.9 Local Data Sources

Other sources of data, such as city and county comprehensivedpdenosn@amic development
information was obtained and researched to understand local economic issues. These include t
Longmont Area Economic Council Annual Industry Reports and the City of Longmont
Community Profile.

3.1.10 Federal and State Data Sources

Additional information was obtained from the State of Colorado and the U.S. Department of
Commerce, Bureau of Economic Analysis to support data needs as necessary and described
throughout this section.

3.2 FORECASTING M EASURES AND METRICS

The FAA d“sateldideM® as a GA airport as it does not receive scheduled commercial service
has more than 10 based aircraft, and is at least 20 miles from the nearest NPIAS airport (public airpor
included in the National Airspace System and included in the NPIAS).

As a GAairport, the forecasts focus for LMO is concentrated on the number of operations and based
aircraft. The forecasts take into account demographic and economic activity, two primary drivers of
aviation demand.

3.21 General Aviation Overview

3.2.1.1 Aircraft Operations

Generally, the most important activity forecast for airfield planning is the level and type of
aviation demand generated at the airport. This is measured by aircraft operations as well as tt

42 http://lwww. faa.gov/documentLibrary/media/advisory_circularf68306B/150 5070 6b_chgl.pdf

43 http://www.woodsandpoole.com/

44Federal Aviation Administration, National Plan of Integrated Airport Systems (NPIA3)180Report to Congress,;
http://www.faa.gov/airprts/planning_capacity/npias/reports/media/2011/npias_2011 narrative.pdf
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critical aircraft for design purposes. An aircraft operatiefiried as either a tab# or a
landing of aircraft, and is used to define the runway and taxiway requirements.

Two types of operations will be foredastabperations are those that operate in the general
vicinity of LMO. These include trainingttiy local sightseeing flights, skydiving flights and
other types of flights that do not leave a 20 miles radius of the impoatdperations are all
other flights, and generally include departures to or arrivals from other airports.

LMO does not hve air traffic control facilities locateesa. At an airport with a tower, the

FAA records the number of operations. Since LMO is an uncontrolled airport, it is more difficu
to obtain an exact countoftad r por t 6 s cur r e ntForahisdtudg,i st or i
operations counts were estimdtg@veraging the three most reliable estimates methods: the
FAA radar information, comparison of operations in TAF, and local reported operations by
based aircraft, as discusseskiction3.4.4

3.2.1.2 Based Aircraft

Based aircraft forecasts generate the need for specific types of hangars and aircraft parking
apronsBased aircraft include all aircraft that are registered with the M@ as their home
baseor aircraft that spend more time on the grouhd/i@ than any other airpo/irport
management records were used as the baseline for this forecasting and indicate that 340 airc
are currently based at LMO.

3.2.2 Demographic and Econo  mic Factors

The demand for aviation is largely a function of demographic and economic activity, given there
adirectcausal relationship. When preparing forecasts, socioeconqgrsigcctiada populatipn
disposable incomand geographic attributes@ssidered. This socioeconomic data was

collected from Woods & Poole Economics, an independent firm that specializegsimlong
economic and demographic projections. Woods & Poole Economics has a database for every
county in the Unite8tates, with forasts through 2040 for more than 900 variables.

According to Woods & Pookkconomic6 2011 Profile, the Wester
Southwest, Rocky Mountain (including Colorado), and Far West regions, will experience the mc
growth of any region the nation for the next thirty years. The population in the Western region is
forecasdto increase by 44.4 million people between 2009 and 2040. By the year 2040, 36% of
Americans are expected to reside in the West; this is up from 24% in 1970ia2033. It is

also expected to generate 25.3 million jobs from 2008 to 2040, with a projected total U.S. job gz
of 39%. Moreover, Woods & Po@eonomicgredicts that Boulder County will grow between
0.0% and 0.91% annudhlyough2040Q meaning thahe population is U.S. projected to increase

up to 33.6% by 2040.
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3.3 NATIONAL AVIATION OUTLOOK

3.3.1 FAA Forecasts

The FAA prepares a natioaalationforecast each year. This foreedisgmpts to project

comnercial and GActivity levelso that thd=AA can uséhe data to determine funding needs for
various sections of the FAA, such as Air Traffic Control. The current forecast document is for
Fiscal Years 20.2D31>.

For GA, the economic downturn has slowed-tezar growth, but the lortgrm forecast remains
encouraging. Due to the high costs of fuel, maintenance and insurance, flying as a recreational
activity has and will continue to decline as economic conditions have impacted disposable incot
available for such activities. The growth in the GA segmesjeitgrl to be more in the business
market, which will likely result in a gradual slightly larger ratio over time of business aviation to
recreational aviation at LMO. The FAA predicts growth for business aviation demand over the
longterm due to future gwth of the U.S. and world economies. As the fleet grows, the number
of GA hours flown is forecasted to grow by an average of 2.2% each year through 2031. This
means that GA hours flown is anticipated to increase by 54.5% by 2031. The following is an
except from theFAA Aerospace Forecast, Fiscal Y&@3201land expl ai ns FAA
the future of GA operations.

After growing rapidly for most of the past decade, the demand for business jet
aircraft has slowed over the past few years. Whileproduct offerings, the
introduction of very light jets, and increasing foreign demand have helped to drive
this growth in the earlier part of the decade, the past few years have seen the hard
impact of the recession on the business jet market. Dibspitepact of the
recession felt in the business jet market, the forecast calls for robust growth in the
long term outlook, driven by higher corporate profits and continued concerns about
safety/security and flight delays, increasing the attractiverlessnegs aviation

relative to commercial air travel and predicts business usage of general aviation
aircraft will expand at a faster pace than that for personal/recreational use.

The active general aviation fleet is projected to increase at an avemhgateonu

0.9 percent over the -2&ar forecast period, growing from an estimated 224,172 in
2010 to 270,920 aircraft by 2031. The more expensive and sophisticated turbine
powered fleet (including rotorcraft) is projected to grow at an average ok8t0 perc

a year over the forecast period, with the turbine jet portion increasing at 4.2 percent a
year.

The number of active pistgowered aircraft (including rotorcraft) is projected to
decrease from the 2009 total of 160,623 through 2018, with declotbssindbe

45FAA Aerospace Forecast Fiscal Years-2031.
http://www.faa.gov/about/office_org/headquarters_offices/apl/aviation_forecasts/aerospace_foreca881011
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and multiengine fixed wing aircraft, but with the smaller category ofpistened

rotorcraft growing. Beyond 2018 active piptmmered aircraft are forecast to
increase to 168,140 by 2031. Over the forecast period, the average anseiat increa
pistonpowered aircraft is 0.2 percent. Although piston rotorcraft are projected to
increase at a faster rate (2.9 percent a year), they are a relatively small part of this
segment of general aviation aircraft. Semgjme fixeaving piston aircrgfwhich

are much more numerous, are projected to grow at a much slower rate (0.3 percent)
while multiengine fixed wing piston aircraft are projected to decline 0.9 percent a
year. In addition, it is assumed that new light sport aircraft could impact the
replacement market for traditional piston aircraft.

The number of general aviation hours flown is projected to increase by 2.2 percent
yearly over the forecast period. FAA is projecting that in 2012 and 2013 above
average growth in hours will occur agzatiibn rates for certain aircraft types will
rebound from low utilization rates experienced in 2009 and return to normal levels,
particularly in the turbine jet category. As with previous forecasts, much of the long
term increase in hours flown reflettsrgy growth in the rotorcraft and turbine jet
category. Hours flown by turbine aircraft (including rotorcraft) are forecast to
increase 3.7 percent yearly over the forecast period, compared with 0.8 percent for
pistonpowered aircraft. Jet aircraft amedast to account for most of the increase,

with hours flown increasing at an average annual rate of 5.3 percent over the forecast
period. The large increases in jet hours result mainly from the increasing size of the
business jet fleet, along with meaksueeovery in utilization rates from recession
induced record lows. Rotorcraft hours, which were less impacted by the economic
downturn when compared to other categories, are projected to grow by 2.9 percent
yearly. The light sport aircraft category isat@p to see increases in hours flown on
average of 5.4 percent a year, which is primarily driven by growth in the fleet.

3.3.2 General Aviation Manufacturers Association (GAMA)

GAMA is an industry association for the companies that manufacture GA aircrafip@paiés
an annual document entitled 8tatistical Databook and Industry*OTitleditest version of the
report is for 2010, and offers a review of the aircraft marketplace in 2010, as well as future
projections.

According to GAMA, the number of Gévcraft deliveries declined in 2010 for the third year in a
row. At the same time, the total dollar value of aircraft delivered has increased. This signifies ar
increase in the number of expensive jet and turboprop aircraft relative to less exfmansive pis
powered aircraft. The forecasts in this report are based on the FAA forecasts diSeaxsi®ed in
3.3.1and therefore show the same picture of a slow recovery, which is led by the business jet
sector.

46 GAMA Statistical Dabmok and Industry Outlookttp://www.gama.aero/fless=GAMA_DATABOOK_ 2011 web.pdf
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3.3.3 Aircraft Owners and Pilots Association (AOPA)

AOPA s an advocacy group for GA users and represents a significant percentage of the flying
public. Among other functions, AOPA tracks issues and trends that effect users and the industn
Their latest report, entitl@DPA General Aviation Trends BdpQtarter 2040indicates a

mixed picture of the current state of GA. According to the AOPA statistics, aircraft operations
handled by en route air traffic control facilities increased by 6% in 2010, indicating an overall
increase in all types of aviatwtivity. AvGas fuel sales increased by 10% from 2009, and was the
first increase since 2004 in that category. However, just as GAMA and the FAA showed, delivet
of new GA aircraft have significantly declined. Also, the issuance of private m®hiasens
decreased 25% from the previous year, although student pilot certificate issuance has increase

3.4 HISTORICAL AVIATION ACTIVITY

A review of historical aviation activity is essential to determine how the airport is traditionally used, anc
formsthe basis of the aviation activity forecasts.

34.1 Hangars

The 1994 and 2004 Airport Master Plans were examined to show the historical hangar growth &
the airport. The 1994 Master Plan indicated a total of 55 hangars on airport, the 2004 Master Pl
indicatedl23 hangars on the airport, and currently there are 128 hangars on the airport. This

indicates a sizeable growth between 1994 and 2004, and only a slight growth from 2004 and 2C

3472 Fuel Sales Data

A review of fuel sales data is an important indicatairpart activity. The CDOT Aeronautics
Division refunds airports a portion of the sales and excise taxes that are collected for each gallc
fuel sold. As previously discussed, there are two types of fuel sold at the airport. Piston powere:
aircraft, nomally represented by single engine and small twin engine aircraft, uses 100 octane Ic
lead gasoline (100LL or AvGas). Jet A is a fuel type which is used in jet and turboprop aircraft,
which are normally associated with business aircraft activity.

Due toincomplete CDOT records, accurate data on the sales activity of 100LL versus Jet A is o
available back to 2008. Historical fuel sales are determined through a CDOT reimbursement
program for the two fuel types. As can be sdegune 3-1, the fuel sales declined due to

economic conditions but appear to be rebounding.

47 AOPA General Aviation Trends Repabttp://www.aopa.org/whatsnew/trend.html
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FIGURE3-1 - GALLONS OF FUEL SOLD

250,000
200,000
150,000 . /
V
100,000 ——100LL
== JetA
50,000 _A._;./.
0
2008 2009 2010 2011
100Ll 177,000 | 179,475 | 136,850 | 191,775
JetA | 69,300 43375 47225 73.625

Source: Airport Management/CDOT Aeronautics
*2011 sales are partial year (Juhp&iD2011)

Note: The quantity of gallons shown has been calculated from CDOT Aeronautics fuel
sales reimbursements based ofune¢3De St ¢
The quantity is not necessarily reflective of actual annual fuel sales as the date of
reimburement may be delayed. The 2011 figure indicates a partial year @uly 2010
April 2011).

3.4.3

Number and Mix of Based Aircraft

According to information provided by thigoort managet MO has 34Basedircraft The 340

aircraft include®66 single engimércraft, 38 mukengine aircraft, two jets, sehelicopters, 11

gliders, and 16 ultlght aircraft. The 2004 Master Plan indicated that LMO had 339 based aircral
indicating thain the lasseveryeardased aircraft at LM@asremained constant.

Additionally, as previously discuss&kution2.3L MO i s considered a oON
2005 Colorado Airport System Plan. Among the &iipahe Major category, LMO ranks fourth
in the number of based aircraft in the state of Colorado.
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TABLE3-1 - MAJOR COLORADO AIRP®TS BASED AIRCRAFT CONIT (TAF)

Airport Number of
P Based Aircraft

Centennial 807
Rocky Mountain Metropolitan 439
Front Range 395
Vance Brand Municipal 308*
Colorado Springs Municipal 296
Greeley/Weld County 226
Fort Collins/Loveland Municipal 222
Pueblo Memorial 133
Grand Junction Regional 115
Eagle County Regional 95

Source: FAA Terminal Area Forecast (TAF);
*Airport Management 2007 Hangar Inspection Records indicated 340 Based Ai

3.4.4 Aircraft Operations

An aircraft operation is a landing, taeor touchandgo procedure. Since LMO does not have

an air traffic antrol tower, it should be noted that there is no official count of each and every
aircraft operation. Five different methods were used to estimate aircraft operations. These inclu
the FAA Terminal Area Forecast, a national average of operationsdpairdradie a local average

of operations per based aircraft obtained from survey information, a review of recorded FAA rac
flight tracks, and a comparison to other local airports.

3.4.4.1 FAA Terminal Area Forecast (TAF)

The FAA collects data from ntoweredairports from estimates of operations provided to the
FAA by the airport management. The operations count for the TAF was originally derived fron
an acoustical counter that was placed at the runway end in 2005. This device counts an operz
by the noisemitted by arriving or departing aircraft. The acoustical counter was loaned from
CDOT Aeronautics. However, CDOT Aeronautics no longer has the acoustical count program
so the airport has been unable to revalidate those numbers in recent years. AFom the T
provided by the FAA, the aircraft operations count has not changed in the last ten years at LV

3.4.4.2 National Average Operations per Based Aircraft

The FAA Order 5090.CBijeld Formulation of the National Plan of Integrated A(l§BtASystems
provides guidance for determining facility needs and planning necessary to recommend airfielc
improvements. This order includes guidance in determining the current and forecasted operat
at an uncontrolled airport based on the total number of based ainexatier G, Airfield
Development, of the order provides guidelines to estimate the annual number of operations pe
basedaircraftirom an examination of national averages general guideline isig@250

operations per based aircraft for general avatports with little itinerant traffic, 350
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operations per based aircraft for busier general aviatiorsairghomiore itinerant traffic, and

450 operations per based aircraft for busy reliever airports. For this bo#i25@ and 350
operations per based aircraft vealeulatedor LMO. Using 250 operations per based aircratft,
the airport would haw&b,000 annual operations per;yaad 350 operations per based aircraft
yields 119,000 annual operations. Itisthe cmnsultd s opi ni on t hat FAA
written during positive economic times and does not reflect the current economic conditions;
therefore this method will not be used to determine operations counts.

3.4.4.3 Surveys ol ocal Pilot Reported Operationsand Flight Schools

Data was collected via survey and informal polling of local aircraft owners, the flight schools a
LMO, and the surrounding areas to estimate how often each of these user groups operate at 1
airport. This data was further subdivided into aahoperations per category (itinerant and
transient) and combined with other sources of operations in order to arrive at a realistic
operations estimate for the airport.

Generally, local aircraft owners use the airport to visit another locationdtonatrer
business purposes, or to enjoy scenic flights outside of the local area. However, local pilots w

operate in the i mmediate airport area on
license requirements and maintain the perforroftiegr aircraftlt is estimated that 80% of
| ocal pilotsdéd flights are the result of ¢t

operations as itinerant. The remaining 20% of their flights remain in the immediate vicinity of
LMO and ae classified as local operations.

Several aircraft based at the airport are used extensively for flight instruction purposes. These
aircraft utilize the airport differently than the typical GA pilot, as they will routinely practice
takeoffs and landings LMO as well as use practice areas close to Longmont to practice infligh
maneuvers. These aircraft also will leave the LMO area to be used on cross country training
flights, as required for pilot training. It is estimated that these local traimfigndirbe remain

in the area 70% of the time, with flights outside of the LMO area occurring 30% of the time.

LMO is utilized by many flight schools based at other airports to practice touch and gos in ord
to avoid congestion at their respective @gp®ohis primarily includes the flight schools at Rocky
Mountain Metropolitan Airport in Broomfield, but other area airports also practice at LMO.
Flight schools at LMO and the surrounding airports were asked to provide an estimate of the
number of traimg flights they conduct at LMO. This data is summariZedbia 3-2. Utilizing

these estimates, approximately 32,004 flight instruction operkéiguiada at LMO annually.
Similar to the local training aircratft, it is estimated that 70% of the training operations that
originated at other airports remain in the local LMO area, while 30% leave the local area, whic
includes the flights to and from thtler airports.
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TABLE3-2 - TRAINING FLIGHT ESMATES AT LMO

. : Number of LMO
*
Airport Flight School Operations

Boulder Municipal Jou”!eys A\_/iation - EEE
Specialty Flight Training 2,600
McAIr 14,500
Rocky Mountain Metropolitan ~ Rotors of the Rockies 2,800
Western Air Flight Academy 5,200
, CO Contrails Aviation 65
rﬂ‘zr(lligilggls/mveland Leading Edge Flight Training 120
Front Range Helicopters 480
GreeleyWeld County Poudre Aviation 75
Vance Brand Municipal Air_West FIight_anter 4,902
Twin Peaks Aviation 2,400
TOTAL 33604

Source: Jviation, Inc.

Surveys werent to the local pilot communithichincluded a question about how ofies

local pilotooperate atMO. Of the 84responses perations pdocal aircraft owner varied from

4 to 2,400 annually. Using this information and by removing the outlying numbers and training
flights by flight instructors from the equation, the average operations per aircraft owner was 9:
anda mode of 50. By using the rounded average of 90 and multiplying it by 308 aircraft (total «
340 based aircraft reduced to account for pilots who own multiple aircraft, training aircraft, etc
results in 27,720 annual operations by ldizdd airaft. As previously described, this figure is
further divided into 80% itinerant and 20% local operations.

An additional source of local operations isMiBkydiving. Mil¢li keeps accurate records and
currently has an average of 5,000 annual opgtioO. The remaining itinerant operations

by aircraft not based at LMOTiable 3-3 are estimated to be 10 per day on average throughout
the yearThis results in 3,650 annual operations of the itinerant classification.

Table 3-3 summarizes the aircraft operations estimates calculated usiathtiaslogy.
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TABLE3-3 8 OPERATIONS COUNTS3 SURVEY METHODOLOGY

Operations Category | Number of LMO Operations

Local Operations 34,067
Flight Instruction 23,523
Local Pilots (No#instructional) 5,544
Mile-Hi 5,000
Itinerant Operations 35,907
Flight Instruction 10,081
Local Pilots 22,176
Other 3,650
TOTAL 69,974

Source: Jviation, Inc.
*Otheb itinerant operations not included in flight instruction or local pilot flights.

3.4.4.4 FAA Recorded RadaFlight Tracks

The coverage area for the FAAGs Airport S
Airport (DIA) extends past LMO. The FAA records radar flight tracks frorrdihrersional
positional information a@afframa&atiodosr attdaspol
a continuous track of an aircraft in flight from the moment the pilot turns on the transponder
until it is turned off or Air Traffic Control directs the pilot to switch transponder codes. This
information was obitzed for the years20@80 1 0 fr om DI Ads Airport
Monitoring System (ANOMS).

Radar data collected provided the estimate number of flight tracks, rather than the number of
operations. Even so, this information provides additional iosightraft using LMO and
surrounding airspace and provides additiol
used in this study is showrTable 3-4.

Of the estimate@0%of local traffit® it is assumed that most of the local traffic is flight training
activity, resulting in a total of 48,065 operations in 2010. Based on this assumption, radar trac
were converted into operations couassshown ifiable 3-5. This table shows the break of

local traffic versus itinerant.

48 Based on consultant experience and discussions with pilots at the airport, the estimatreihing figlt conducts six to
eight operations per hour (or three or four tearnthgos per hour).
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TABLE34- FAA RADAR FLIGHT TRACK OPERATIONS COUNTS

Track Counts Operations Estimate
2008 2009 2010 2008 2009 2010

January | 524 542 736 | 2,620 2,710 3,680
February | 546 593 487 | 2,730 2,965 2435

March 587 723 633 | 2,935 3,615 3,165
April 694 658 642 | 3,470 3,290 3,210
May 911 963 1012| 4,555 4,815 5,060
June 920 960 1011| 4,600 4,800 5,055
July 1024 1061 1213| 5120 5305 6,065

August 1055 1,141 1139| 5,275 5,705 5,695
September 967 971 880 | 4,835 4,855 4,400
October 828 864 762 | 4,140 4,320 3,810
November | 612 776 589 | 3,060 3,880 2,945
December | 482 510 509 | 2,410 2,550 2,545

Total 9,150 9,762 9,613 45,750 48,810 48,065
Source: Jviation, Inc.

Table 3-5 shows the breadut of local traffic versus itinerant. MileSkydiving is a large, local
operation who tracks their activity. From 2008 through 2010, their operations have accounted
appoximately 4,000 to 5,000 of the total local operations.

TABLE3-5 - FAA RADARBREAK OUT

[ | Local Total (70%)| Itinerant (30%)

2008 28,182 12,078
2009 30,067 12,886
2010 29,608 12,689

Source: Jviation, Inc.

3.4.45 Operations Comparison to Other Local Airports

Airports with FAA Air Traffic Control Towers have accurate counts of traffic levels as the FAA
air traffic controllers record this information for staffing and other purposes. Three local GA
airports have cordftowers, Centennial, Rocky Mountain Metro, and Front Range airports. The
operations reported at these airports for both 2005 and 2010 were evaluated to determine the
recent regional decline in operations. Rocky Mountain Metropolitan Airport in Broomfield
experienced a 40.5% decrease during this period, while Front Range Airport in Watkins and
Centennial Airport in Englewood experienced 39% and 23.6% declines, respectively. The
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reduction in traffic at these three airports averages 34.4%. Applyingghse deche
previously reported 2005 LMO operations count of 99,990; results in an adjusted number of
65,593 operations in 2010.

3.4.5 Preferred Baseline 2010 Aircraft Operations

The five methods explored for estimating current operations are summarizedridre204 0

3-6. The different methods indicate a variance of betweeb 48@@19,000 operations for 2010.
Since the first two methods (FAA TAF andidteal Average Operations per Based Aircraft) do

not appear to take into account current economic conditions, they are not considered to provide
accurate estimates of 2010 activity and have been removed from the analysis. As the final three
estimates areabed on sound principles, but vary in their outcomes, an average of the three
methods has been used as the preferred baseline. This average results in an estimated 61,211
operations for 2010.

TABLE3-6 - COMPARISON OF 2010 O PERATIONS COUNT METBDS

FAA TAF 99,990
National Average Ops/Based Aircraft 85,000 119,000
Local Reported Ops/Based Aircraft 69,974
FAA Radar Data 48,065
Comparison of TAF to other airports 65,593
Preferred BaselindAvg. of last three) 61,211

Source: Jviation, Inc.; FAA TAF and National Average Ops/Based Aircraft were noi
establish the preferred baseline.

3.5 REVIEW OF EXISTING FORECASTS

Several existing forecasts for LMO were examinedoBaehexisting forecasts that were examined are
discussed in the following text.

351 1994 and 200 4 Master Plan Forecasts

Theforecasts that were prepared for the 1994 and 2004 LMO Airport Master Plans are shown ir
Table 3-7 andTable 3-8. Clearly, the 1994 Master Plan was less optimistic than tMa2GH4

Plan. The 1994 Master Plan used a smaller compound annual growth rate (CAGR) for its forecs
with a CAGR of 1.14% for the operations projections and CAGR of 0.95% for based aircraft
growth. The 2004 Master Plan included a CAGR of 1.69% fdt aperations and 2.52% for

based aircraft. The economy and GA were in a much stronger position in 2004, as such, growtf
projections at the time normally reflected that optimism. Additionally, the estimated baseline
number of operations estimated appedbe thigher for the baseline for both master plans than

the refined estimates used from actual acoustical count data in 2005.
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TABLE3-7 - 1994 LMO AIRPORT MASTER PLAN FORECAST
| 1994 | 1998 | 2003 | 2013 | CAGR]
Operations 92,926 96,410 104,46C 116,65C 1.14%
Based Aircraft 192 209 216 232 0.95%
Source: 1994 Vance Brand Municipal Airport Master Plan

TABLE3-8 -2004 LMO AIRPORT MASTER PLAN FORECAST

[ ] 2001 | 2006 | 2011 | 2021 | CAGR

Operations  112,00C 136,08C 145,18C 156,520 1.69%
Based Aircraft 340 432 475 559  2.52%
Source: 2004 Vance Brand Municipal Airport Master Plan

3.5.2 FAA Terminal Area Forecast

The FAA prepares a Terminal Area Forecast (TAF) annually for each airport identified in the
NPIAS. The latest TAF for LMO was published in 2010 and is preserabteiB-9. The TAF
forecasts for airports similar in size to LMO often show little, or in the case of LMO, no growth.
These forecasts are not always site specific, so the FAA uses a conservative lagpote

specific data cannot be obtained. The TAF operations counts were estimated during good
economic times, and do not reflect the current activity at the airport.

TABLE39 - FAA TAF FORECAST FORMO

[ [2010] 2015] 2020 | 2025 2030

ItinerantOperations

Air Taxi & Commuter 0 0 0 0 0
GA 29,980 29,980 29,980 29,980 29,980
Military 10 10 10 10 10
Total Itinerant 29,990 29,990 29,990 29,990 29,990
Local Operations
GA 70,000 70,000 70,000 70,000 70,000
Military 0 0 0 0 0
Total Local GA 70,000 70,000 70,000 70,000 70,000
TOTAL OPERATIONS 99,990 99,990 99,990 99,990 99,990
Based Aircraft 308 308 308 308 308

Source: 2010 FAA Terminal Area Forecast

3.6 FORECASTING M ETHODOLOGIES

There are several typesmathodologies that can be used when developing aviation forecasts. At a
minimum, FAA requires for Federallfligated airports to provide a forecast for the-shont planning

range (5 years), meditemm planning range (10 years), andtkrng planningange (beyond 10 years)
periods. While mathematical relationships are used in the development of the forecasts, all forecasts r
ultimately withstand the test of rationality and judgment. The different methodologies used in this study
briefly descried below.
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3.6.1 Time Series Analysis

A Time Series Trend Analysis, also knowh.imgar or Trend Analysisses historic patterns of
activity and projecteetrend into the future. This type of forecasting is widelyaunsésihighly
valuable becausestelatively simplto apply. Howeveits limitation is that simply uses past
historical data ardbes not consider current condititret may not have begmesent in past

data, such assingfuel prices and the economic downtAteo, a recent majorcrease or

decrease in the historical data has the potential to significantly impact the overall trend, even if
was a shottved change.

3.6.2 Regression Analysis

Regression Analysis is a statistical technique that ties aviation demand (dependémt variable)
demographic and economic measures (independent variables), such as population and income
economic measures used for forecasting both operations and based aircraft for this study were
obtained by Woods & Poole Economics, one of the FAA recatetheaurces for this data. The
Boulder Metropolitan Statistical Area (MSA) was used to indicate the regional use of the airport
The Boulder MSA includes the City of LongmontCitheof Boulderthe portion of th&own of

Eriein Boulder CountytheTown of JamestowitheCity of Lafayette¢heCity of Louisvillethe

Town of LyonstheTown of Nederlandhe portion of th&own of Superioin Boulder County
theTown of Wardandunincorporate@oulder CountyColoradoAll of the variables studied

indicate that the Boulder MSA economy will grow at a rate greater than the pomuvidition gr

with all indicators trending positive. The variables analyzed in this forecast, including their rounc
Compounded Annual Growth Rate (CAGR), are as follows:

1 Population (1.52% CAGRquates t85.4% increase from 2010 to 2@30his metric is
usefulto determine the total number of people who will reside in the study area, which
typically has a direct correlation to the number of pilots in a community.

1 Total Earnings (2.48% CAG&juates t63.4% increase from 2010 to 2@3Rgpresents
the total eanings of employees, including wages and salaries, other labor income, and
proprietors income.

1 Personal Income (2.69% CAGHRuates t69.9% increase from 2010 to 2@3AN
income sources, including but not limited to wages and salaries for indiergaral#, n
institutions serving individuals, private uninsured welfare funds and private trust funds.

1 Total Retail Sales (1.86% CA®Ruates t44.53% increase from 2010 to 2@30)
Represents sales of all retail sources within the Boulder MSA, a geexdtatipreof
economic health and disposable income.

316



http://en.wikipedia.org/wiki/Boulder,_Colorado
http://en.wikipedia.org/wiki/Erie,_Colorado
http://en.wikipedia.org/wiki/Erie,_Colorado
http://en.wikipedia.org/wiki/Boulder_County,_Colorado
http://en.wikipedia.org/wiki/Jamestown,_Colorado
http://en.wikipedia.org/wiki/Lafayette,_Colorado
http://en.wikipedia.org/wiki/Louisville,_Colorado
http://en.wikipedia.org/wiki/Lyons,_Colorado
http://en.wikipedia.org/wiki/Nederland,_Colorado
http://en.wikipedia.org/wiki/Superior,_Colorado
http://en.wikipedia.org/wiki/Boulder_County,_Colorado
http://en.wikipedia.org/wiki/Ward,_Colorado
http://en.wikipedia.org/wiki/Unincorporated_area
http://en.wikipedia.org/wiki/Boulder_County,_Colorado
http://en.wikipedia.org/wiki/Colorado

1 Gross Regional Product (2.51% CA@&guates t64.1% increase from 2010 to 2@30)
The market value of all final goods and services produced within the MSA. This metric is
excellent representationtioé future business environment.

1 Hybrid Model (2.06% CAGRquates t60.4% increase from 2010 to 2@3A)hybrid
model was developed from the above data which used Gross Regional Product as the
method to forecast transient aircraft activity (30% of, tatal Retail Sales to forecast the
local (e.g. recreational) aircraft activity (70% of total).

3.6.3 Market Share Analysis

Market Share Analysis is adiowvn model that uses a relationship between national, regional, and
local forecasts to predict the treatithe airport. This approach uses the forecast of large
aggregates, such as the entire nation, which are used to derive forecasts for a smaller area (e.(
airport). One example is to determine an a
forecats and then forecast the airports growth rate based on the national forecast growth rate. 1
market share analysis approach to forecasting has a weakness; however, the national forecast:
composed of airports that are growing rapidly, those thabaneggslowly, and those that are not
growing at all or declining. Since this methodology is based on the national or larger aggregate,
analysis must take into account historical trends, as well as local airport judgment, to better esti
the forecast.

3.7 AIRCRAFT O PERATIONS FORECAST

The 201mperations courdf 61,211 was estimated by averaging the three most reliable estimates methe
the FAA radar information, comparison of operations in TAF, and local reported operations by based
aircraft, as previously discusseseiction3.4.4

Di fferent forecasting methodol ogies were test

1 Socioeconomic regression analyses were employed using population, employment, total earnin
personal income, gross regional domestic product and retail sales as the independent variables
was obtained from Woods & Poole Economics, as previously discGestidon3.2.2

1 The regression analysis that uses the demographic and economic activity has a compound ann
growth rate ranging from 1.52% to 2.69%.

1 Two market share analyses were also employed for forecasting aircraft operations. The marke
shae analyses were based on the percentage of operations at LMO compared to the FAA forec
of the State of Colorado and the Northwest Mountain Region and applied the growth trends of
these two markets t oFigu&M3X® s forecast, as sh
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The FAAderived TAF forecasts show that LMO operations will remain constant through the 20
year planning period at a level substantially above the other metrics, and is not considered
reasoable. As seen ligure 3-2, all of the indicators trend towards positive growth.

FIGURE3-2 6 LMO OPERATIONS FORECAST SENARIOS

=== FAA LMO TAF

@mms Total Personal Income (Regression)

@=== Gross Regional Product (Regression)
» Total Earnings (Regression)
essss Hybrid Analysis
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s Employment (Regression)

s Population (Regression)
wssss Market Share - Colorado

ws== Market Share -
Northwest Mountain Region

2008 2010 2012 2014 2016 2018 2020 2022 2024 2026 2028 2030

Year

Source: Jviation, Inc.

Table 3-10representsnost probabléigh, medium and loaperationgorecastswhich are used ihe
forecasting analysikhe lowestorecast is the FAA Northwest Mountain Region market share analysis, th
medium is the hybrid model analysis and the high is the personal income regression analysis. The
forecasting scenarios used represent a rangeatattoperations of 79,299 to 104,013 in the final year of
the forecast period (2030). This represents a range in annual compounded growth rates of between 1.
(FAA Northwest Mountain Region Market Share) and 2.69% (Total Personal Income).
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TABLE3-10 6 LMO OPERATIONS FORERST

2010 61,211 61,211 61,211
2015 65,157 67,987 70,092
2020 69,428 75,239 80,069
2025 74,113 83,247 91,350

2030 79,299 92,067 104,013
Source: Jviation, Inc.

3.7.1 Military Operations

Military operationat LMO historicalljrave noticcounted for significant numbeaf operations
Since niitary operations are not dependenth@same stimuli as general aviation or commercial
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activity it is projected that militaoperatios will remain constant throughout the forecast period
at approximately 10 annual operations.

3.7.2 Local/ltinerant Operations

Local operations are@aft operations performed by aircraft that are based at theaaidport

operate in the local traffic pattamd/or within sight of the airporThese operatioase known

to be departing for or arriving from flights in local practice areas within a prescribed distance fro
the airport They also includgmulated instrumeéapproaches at the airpdtiherant or transient
operations areperations byircraft that leave the local airspace and are usually operations by
aircraft not based at the LMO. The majority of operations (70%) at LiSimigEed to b&A
localoperaions?®

3.7.3 Aircraft Operations Forecast Summary

The preferred forecast is tHgbrid ModelAnalysidecause it best takes into account the different
factors that influence both local and itinerant trdffiis modetepresents an overall 20 year

annual compounded growth rate of 2.06% and is summaiizaddei3-11 The data presented in
Table 3-11assumes that: 1) the current distribution of aircraft per operations category will remai
the same in the future; 2) GA operations were directly tremlé¢oonomigariables and projected
using that datand 3) theplit between itinerant and local operatiasassumed temain at

30% and 70%espectively

TABLE3-11 8 LMO AIRCRAFT OPERADNS FORECAST SUMMARY
om0 | 205 | 20 | 205 | 2080 |
Itinerant Operations

Military 10 10 10 10 10
GA ltinerant 18,353 21,028 23,762 26,793 30,130
Local Operations
GA Local 42,848 46,949 51,467 56,444 61,927
Total Operations 61,211 67,987 75,239 83,247 92,067
Source: Jviation, Inc.

3.74 Design Hour Operations

An additional measure of airport activity is the design hour operations. The design hour is the
estimate of the peak hour of the average day in the busiest month for an airport. Since LMO do
not have an air traffic control tow@esign hour hdseen estimated from a combination of

monthly trends gathered from the FA4 M[@daAinformation

49 http://airnav.com/airport/KLMO
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1 Peak Month Operations is the mowith the most operations. The Peak Month for LMO
is Augustconsisting opproximately 11.7% of the annual operat@ng155 in 2010

1 Design Day is the Peak Montpédations divided by 30 days. The Design Day for LMO in
2010 i238operationeind359 in 2030

1 Design Hour is the average highest amount of operationskétmiost active hour of
the day. Typically, these operations will range between 10 andhi15ftbeceesign day
operations. & planning purposes,.2percent was used to determine the Design Hour.
The Design Hour Operations at LMEO30for 2010 andl5 for2030.

Table 3-12showghe forecasted Design Hour for the planning period of this report.

TABLE3-12 8 LMO DESIGN HOUR OPERTIONS FORECAST

2020 | 2025 | 2030

Annual 61,211 67,987 75,239 83,247 92,067
Peak Month 7,155 7,947 8,795 9,731 10,762
Design Day 238 265 293 324 359
Design Hour 30 33 37 41 45

Source: Jviation, Inc.

3.8 BASED AIRCRAFT FORECAST

The based aircraft forecast is a valuadiileator for expanded or improved airport facilities, particularly
apron areas and hangars. Airport management records indicated a higher number of current based ait
(340) than the FAA TAF (308). Airport management records were used as fobé#ssliioeecasting.

The same forecasting methods were used for based airgrafatisrsregression analydisnes series
analysiand market share analySigure 3-3 shows thelifferent forecasting methods used for the

projected based aircraft amounts.
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FIGURE3-3 6 LMO BASED AIRCRAFT FOREBESTSCENARIOS
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The FAATAF and thdimes series analysis were not used for the based aircraft forecast. The FAA TAF
shows a constant 308 based aircraft through-freaplanning periodhigh is unlikely. Additionally,

the times series analysis uses historical data and projectstieosgdrihe futurelhe recent loss of

based aircraft cagsthe times series analysis to projeshtnual decline in based aircrafhuigh the 20

year planning termA. longterm continual decline is not considered to be a reasonable foabta8t13
represents the probable high, medium and low based aircraft forecasts, and are used in this forecastin
analysis. The lowest forecast iihleralo market share analy#iee medium is th@pulation regression
analysisand the high is the persoinglbbme regression analysis. The forecasting scenarios represent a
range in the total based aircrafti8td 578 inthefinal year of the forecast jpel (2030). This represents

a range in compound annual growth r&3&&R) of between 1.01% (CO Market Share) and 2.69% (Total
Personal incomelhe medium forecastpdpulation regression analysis with a CAGR of 1 \sif%e

carried forward for plannipgirposesince it best estimates the demand for recreational aircraft, which
will be the majority of based aircraft

TABLE3-13 6 BASED AIRCRAFT FOREST

2010 340 340 340
2015 358 369 389
2020 376 399 445
2025 395 430 507
2030 415 460 578

Source: Jviation, Inc.
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Table 3-14shows the aircraft distribution for the planning period 208@). It is anticipated that total
based aircraft will grow at the rate of 1.52% (population regression analysis), adpewssaesly The

FAA national growth rate for each aircraft type was used for forecasting the composition of the total ba
aircraft based on the chosen forecast. Nationally, the FAA projects strong growth in the business mark
including jets and turbagps, with less growth expected for siaggne and mwéngine piston powered
aircraft. The based aircraft are expectgobt® to a total o460over the planning period, with the largest
increase in the number of jetd4% CAGR).The based aircrdfirecast also reflects movement towards
national distribution of types of GA aircraft.

TABLE3-14 -LMO BASED AIRCRAFTRECAST SUMMARY

[ 200 ] 200 L R0 L 2w om0 [ CAoR

Single Engine Piston 1.54%
Multi -Engine Piston 38 40 41 42 42 0.49%
Turbo Prop 0 1 1 1 2 2.51%
Jet 2 3 4 5 6 5.44%
Helicopter 7 9 11 14 15 4.04%
Other (Glider, Ultra-Light, 27 29 32 33 34 1.21%

Experimental, etc.)
Total 340 369 399 430 460 1.52%

Source: Jviation, Inc.

3.9 CRITICAL AIRCRAFT

Once reaching a level of 500 annual operations of an aircraft that falls into the neXirtrigfiest

Reference Code (ARIEyel, the FAA considers that the airport should upgrade its facilities to meet the
design standards for thateaft typeARCis further explained Bection2.1 Presently, LMO has an

ARC of Bll, meaning that it is designed for aircraft with a maximurmaabpspeed of 91 knots but less
than 121 knots, and maximum wingspan of 49 feet but less than 79 feet or tail height of 20 feet but les
than 30 feet. Aircraft that are in this category include general aviation aircraft and smaller corporate jef
The CriicalAircraftfor LMO are thelwin Otterfor wingspan and weightyd Beach King AZ-90 for
approach speed, both of which are flown by#MitekydivingThe current ARC of-8 for LMO should

be appropriate for the current and forecasted critical aiypeaft therefore no significant increase in
aircraft size expected

3.10 ANNUAL INSTRUMENT OPERATIONS

As previously discussedSection2.10.4it is estimated that Instrument Meteorological Conditions (IMC)
occur approximately 6% of ttimein the Longmont arehocal operations occur almost excllysive

during VFR weather and IFR training during IFR weather is minimé® Mieen applietb the 2010
itinerantoperationsresults irl,102current IFR operations. This figure is potentially over simplified since
no precise count exists for the numbenstftument operations; nonetheless, it certainly accounts for a
reasonable percentage of current operaliahke 3-15details the estimated instemhoperations based
onthe chosen operations forecast, without exploring the effect of high cost instrumentation enhancems
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needed, such as an Instrument Landing System. This type of investment by the FAA is highly unlikely
LMO. However, GP$ased tehnologies will continue to evolve and present airports and pilots with cost
effective means of improving instrument approach capabilities without large capital expenditures for
groundbased equipment.

TABLE3-15 - FORECAST IMC OPERADNS

|| 2010/ 2015] 2020] 2025] 2030

Instrument 1,102 1,224 1,354 1,498 1,657
Operations

3.11 COMPARISONTO EXISTING FAA TAF

The FAA requires that studsiated forecasts be consistent with the TAF or include sufficient
documentation texplain the differenc€able 3-16summarizes the forecast comparison to the TAF as
recommended in Appendix C of the FAA docunt@argcasting AviaAativity by Airport

3.11.1  Aircraft Operations Forecast

The FAA forecasts almost no growth in operations for LMO, with an operations forecast of 99,9
in 2030 with no compound annual growth rate (Di§é)preferrd forecastsor this studyesults

in 92,06 bperations projected for 2030, using theramde forecast from the Hybrid Model. The
chosen operations forecast défesm the FAA TAF through the A@ar forecasting period for

this study. The-$ear forecast diffefrom the FAA TAF by 32.0%e 10year differs b24.8%,

andthe 20yearforecastiffers by ®%. This difference is a result of the FAA TAF showing

99,990 operations throughout they2ar forecasting period.

3.11.2 Based Aircraft Forecast

The FAA predicts no grolwfor based aircrafijith 308shownfor the duration of the forecast,

which is less than the current number of based aifteaftreferredorecast indicateé&0based

aircraft athe end of the planning period, which differs from the TAF because of the difference in
the intial baseline number of aircraft and the projected growth.
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TABLE3-16 - TEMPLATE FOR COMPARG AIRPORT PLANNINGAND TAF FORECASTS

AIRPORT NAME: Vance Brand Municipal Airport
AF/TAF
Year Airport Forecast TAF (% Difference)
Total Operations
Base yr. 2010 61,211 99,990 -38.8%
Base yr. + 5yrs. 2015 67,987 99,990 -32.0%
Base yr. + 10yrs. 2020 75,239 99,990 -24.8%
Base yr. + 15yrs. 2024 83,247 99,990 -16.7%
Base yr. + 20yrs. 2030 92,067 99,990 -7.9%
NOTES: TAF data is on a U.S. Government fiscal year basis (October through
September).

Source: Jviation, Inc.

3.12 FACTORS THAT MAY CREATECHANGES IN THE FORECAST

A forecast of aviation activity attempts to predict the future based on known factors and conditions.
Numerous factors, on a local and/or national scale, can greatly affect the future of the airport and are
unknown at this time. Oil prices, local econawtigity disposable income,o st s of ai rcr al
insurance and the potential for national GA u
control that may change future activity dramatically.

For this reason, implementation of dgwelent outlined in this report must be validated with the current
conditions prior to the commencement of any further action.

3.13 SUMMARY OF PREFERREDFORECASTS

Appendix B of the FAA documeRiprecasting Aviation Activity by, Aégarimends formatting the
preferred forecast data into a particular tabular format for ease of readability. This format is shown in
Table 3-17
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TABLE3-17 - SUMMARIZING AND DOCUMENTING AIRPORT PLANING FORECASTS
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4.0 FACILITY REQUIREMENTS

The primary objective of the Airport Master Plan is to determine the adequacy of the existing facilities
to identify recommended and required improvements based on current and future aircraft operating at
LMO. As discussed Bection 3.9Critical Airaft the airport is designed for aircraft with an Airport
Reference Code ofIBand smaller, and is anticipated to remain at this classification throughout the
forecast horizon. As such, this chapter assesses the airport facilities based on meedsotdtegory

of aircraft that routinely use the airport (i.e. small business airctifgpler 5 Alternatives Analylsty

facility requirements identified in this chapter will be further evaluated to determine the best strategy tc
meet the needof airport users and the community.

A summary of the requirements and recommendations for this chapter can be founéi2th page

4.1 2005 COLORADO AVIATION SYSTEM PLAN

In 2005, CDOT Aeronautics published the Colorado Aviation System Plan (Plan). AsidiSecsssd

2.3 the Plan evaluated and measured the performance of the Colorado System of publicly owned airp
The Plan assigdeach Colorado airport to@wof three functional categories: Major, Intermediate, or
Minor. LMO is classified as a Major airport in the Plan due to the importance of the airport to the State

Table4ldet ai | s t he Sasaeseibes in theRidased dn oriterialthel State establishes

for Major airports. The State evaluated the a
identified facilities drservices that need improvement, which are discussed in later sections of this
chapter.
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TABLEA-1 -CDOT AERONAUTICS AVATION SYSTEM PLAN LKd REPORT CARD

Facility/Service . » L Objective
Objective Existing Condition CDOT Obijective

Runway Length 4,800 feet 4,620 feet* Yes
Runway Width 75 feet 75 feet Yes
Runway Strength 30,000 Ibs. 30,000 Ibs. Yes
Taxiway Type Full Parallel Full Parallel Yes
Published Approach Non-Precision Precision No
. . Rotating Beacon; Lighte Rotating Beacon; Lighted Wi
Visual Aids Wind Cone; VASIS Cone;gREILs; PAPISVASls NO - REILS
Runway Lighting MIRL HIRL No
Weather Reporting AWOS ASOS or AWOS Yes
Z:Jrgg?tLeslgfshone e Public Telephone Public Telephone Yes
PublicRestrooms Public Restrooms Public Restrooms Yes
FBO FBO FBO Yes
Alrcrqft Maintenance Maintenance Maintenance Yes
On-Site
Fuel 100LL and Jet A 100LL and Jet A Yes
Ground Transportation Rental Car Access Rental Car Access Yes
TerminalFacilities Terminal Terminal Yes
Apron Apron Apron Yes
HangarStorage Hangars Hangars Yes
Auto Parking Auto Parking Auto Parking Yes

Source: Colorado Aviation System Plan 2005; Table: Jviation, Inc.

*Since 2005, the FAA has updated AC 15B5Fmway Length Requirements for Airport Design to inco
increases in overall aircraft size in the national fleet. As a result the runway length recommended in tt
System Plan of 4,620 iedbisger a recommended length per the FAA AMB150632% 2011 CDOT
System Plan will incorporate this change and will likely result in a recommended runway length requir
6,200 feet.

4.2 AIRPORT TENANT & CORPORATE AIRCRAFT BUSINESS USERFACILITY
IMPROVEMENT REQUESTS

The facility requirements included in this chapter were developed following a series of meetings with
airport tenants, as well as reviewing letters received from corporate flight departments. The specific us
of the airport are the most accurate sdoraederstand safety and operations concerns that affect the
flying public. This information was taken into consideration in determining the facility requirements anc
recommendationsor more information on these facility improvement requegtpseredix E.
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4.3 AIRFIELD REQUIREMENTS

4.3.1 Runway Capacity

FAA Advisory Circular (AC) 150/5060Airport Capacity and Dd&tgrmines the capacity of an
airport based on the number and configuration of its runways. The single runway cordiguration
LMO has a theoretitairfieldhourly capacity &8aircraftoperationsn VFR conditions and5

aircraft operations IFR conditions.

Additionally, the airfieldasan Annual Service Volume (ASV28§000 operationger year. ASV

i's a reasonabl e anaumltactivitnat vehiclotheceagendelayiper pperationdss

4 minutes? It accounts for differences in runway use, aircraft mix, weather conditions, etc., that
woul d be encount &AAgpANningtandardsastate tha whers 60% of the ASV

is reached 8B 000 operationger yeafor LMO), the airport should start pfang to increase

runway capacity, including construction of a new runway or the extension of an existing runway
Once80% of ASV is reache®@000 operationser yeafor LMO), constructiorshould begin in

order to increase capadfyhe existingacilities.

It is anticipated that LMO will not exceed these hourly and annual capacities in any year of the :
year planning range, even in 2030, which has the highest es8thai®afnnual aircraft
operationsSince the operations forecasted in the 3@ar planning period will not exceed

the ASV, no additional runways are required on the basis of capacity.

4.3.2 Runway Orientation

The most i mportant f aeotationr(in relatiantto nedgnétie motthyis tae r
wind. The ideal runway orientation is a runway aligned with the prevailing wind so aircraft can
maximize landing and takeoff performaReethe FAA AC 150/530aL3 Airport Desigihe

current runway systeshould provide 95% or greater wind coverage for aircraft that use the
airport on a regular basis to ensure safety of the users.

All aircraft have an acceptable level of crosswind they can handle during landing. When the
acceptable crosswind componeninadiecraft iexceededhe aircraft must divert to another

runway or airpor&or this reason, the runway orientation must ensure the prevailing crosswind
does not exceed certain speeds. Given the average prevailthg WAddrequires a runway be
oriented so that the average crosswind component is minimized. The aircraft regularly using LM
range from A to B-ll category, meaning the runway orientation should not exceed a 10.5 knot
crosswind componetd accommodate the-land Bl aircraft categories.

LMO does not have any current ldagn wind/weather observations data available. The last wind
study was performed from 1978 to 1980. The

S0 FAA Order 5090.3@idd Formulation of the National Plan of Integrated Airport Systems
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(AWOS) was connected to the natioretksy of weather monitoring equipment (NADIN) in
December 2010. With this connection, all of the weather observations will now be stored with th
National Climatic Data Center (NCDC). Prior to December 2010, the current wind/weather
conditions observed wearely reported through a local radio broadcast and telephone connection.

Based on data collected from the 1980 Wind RaBs¢assed iSection2.10.1the current
runway orientation provides 97.79% coveragedarsswind component of 10.5 knot an@d498.
coverage for a crosswind component of 13 kilbesexisting runway orientation at LMO is
adequate and reconfiguration of the existing runway or an additional crosswind runway Is
not justified according to FAA criteria. Itis recommended that LMO reevaiate the wind
coverage after at least one year of data has been collected from the AWOS by NCDC.

4.3.3 Runway Length

The purpose of the runway length analysis is to determine if the length of the existirgy runway
adequatéor the existing and projected aircraft igetrating at LMO. The current length of
Runway 11/29 is 4,80€ket.

Runway length is dependent on numerous factors including: airport elevation, temperature, win
velocity and direction, ambient air tempezagircraft weight, flap settings, length of haul, runway
surface (wet or dry), runway gradient, presence of obstructions, and any imposed noise abater
procedures or oth@rohibitions While the FAA does not have standards for runway lengths, FAA
AC 19/53254B,Runway Length Requirements for Airpgmtdveiegrguidance to determine the
recommended runway length for an airport based on the above factors.

The process to determine runway length begins by determinamglithgnveight of the crited

aircraft that is anticipated to regularly use the airport within the planning period. For aircraft
weighing 60,000 pounds or less, the runway length is determined by family giainohadts

having similar performance characteristics (i.e. smallggndirplanes). Small airplanes are defined
by the FAA as airplanes weighing 12,500 pounds or less at Maximum Takeoff Weight (MTOW),
while large airplanes in this context exceed 12,500 but weigh less than 60,000 pounds. For airc
weighing more thard®00 pounds, the required runway length is determined by aircraft specific
length requirements. The aircraft families are shdvable4-2. The vaous runway lengths
generated for the aircraft families are showabte 4-3.
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TABLEA-2 - AIRPLANE WEIGHT CATGORIZATION FOR RUNWAY LENGTH REQUIREMENST

Maximum Certificated Takeoff Weight (MTOW)
Approach Speed <30 knots  Family groupings of small airplar
Appr oach kBgse e
but <50 knots
012,500 Pound: With <10
Approach Speed  Passengers
050 knc¢ With
Passengers
Over 12,500 pounds, but < 60,000 pounds  Family groupings ddirge airplanes
060, 000 pounds or* mo Individual large airplane
Noté All regional jets, regardless of theinMTa3¥ifned to the 60,000 pounds or more weight catego

Source: AC 150224B, Runway Length RequirendergsrtoDesign

Family groupings of small airplar
Family groupings of small airplar

Family groupings of small airplar

Table 4-3 shows the FAA recommended runway lengths for LMO computed using information
provided in FAA AC 150/53248B,Runway Lengbquirements for Airport Oédsgyimformation is
dependent upon the airportods el thehattestnonth, av
the runway gradient, and the length of haul for aircraft weighing more than 60,000 pounds. It is
importantto note that the runway lengths determined by AC 156/38R&licate the

recommended length requirements on the average hottest day of the summer with no wind
conditions
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TABLE-3 - FAA RUNWAY LENGTH RRUIRBVMENTS

FAA RUNWAY LENGTH REQUIREMENTS

Mean daily maximum temperature of the hottest month 88.90° F

Length of haul for airplanes of more than 60,000 pounds 500 miles

Small airplanes with approach speeds of less than 30 knots

Small airplanes with less than 10 passenger seats

95 percent of these small airplanes 6,220’

100 percent of these small airplanes 6,390’

Large airplanes of 60,000 pounds or less*

75 percent of these large airplanes at 60 percent useful load 6,890’

75 percent of these large airplanes at 90 percent useful load 8,840’

100 percent of these large airplanes at 60 percent useful load 10,790’

100 percent of these large airplanes at 90 percent useful load 11,240

*Runway 11/29 pavement strength is rated at 30,000lbs Single Wheel Gear (SWG).

Reference: Chapter 2 of AC 150/5325-4B, Runway Length Requirement for Airport Design.

Calculated using FAA Airport Design Software Version 4.2B
LMO6s <critical aircraft places t hgreatathan®o r t
knots.Within this grouping of aircraft, FAA recommends choosing a runway length to
accommodate 95% or 100% of small airplanes basedonthgéaipo | ocati on and
existing or planned aviation activities. T
seatsdé criterion applies to airports that
communities with a divelssof usage. It also applies to those airports that are primarily intended t
servelovacti vity | ocations, small population c
percent of small airplanes wi tstoardagmrsthatidh a n
primarily intended teerve communities located on the fringe of a metropolitan area or a relatively
large population remote from a metropolitan area. The City of Longmont could arguably fall into
either category: 95% or 100Rnway 1 1 /sz@rént lengthof 4,800 feels not sufficient to
accommodate the95% or the 100% family groupings of small airplanes

While the number of large aircraft operations as defined by AC 15B5825MO0 is small in
comparison to overall operations, the runway length recommended to support large airplanes w
less than 60,000 pounds has also been determined and is Slatwendi3. Aircraft types that
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comprise the 75% of fleet categoryable 4-3 are shown iffable 4-4, whileTable 4-5 shows

the remaining 25% of airplanes that require longer runway lengths and comprise 100% of the la
airplane fleet. The useful load of an airplane is the difference between the maximum allowable
structural gross weight and the operating empty weight. @penapity weight is normally
commpsed of the airplanebds empty weight, <cre
removable supplies and emergency equipment. The useful load cpasstsngérs, cargo, and
usable fuel.

TABLE4 - AIRPLANES THAT MAKBP 75% OF LARGE AIRFANE FLEET

| Manufacturer | Model

Aerospatiale Sn601 Corvette Dassault Falcon 10
Bae 125700 Dassault Falcon 20
Beech Jet 400A Dassault Falcon 50/50 EX
Beech Jet Premier | Dassault Falcon 900/900B
Beech Jet 2000 Starship I:]Sdrﬁsetl rglsrc(rliflt) Jet Commander 1121
Bombardier Challenger 300 IAl Westwind 1123/1124
Cessna 500Citation/501 Citation Sp Learjet 20 Series
Cessnd Citation I/1I/1l Learjet 31/31A/31A ER
Cessna 525A Citation Il (CJ32) Learjet* 35/35A/36/36A
Cessnd 550 Citation Bravo Learjet 40/45
Cessnd 550 Citation I Mitsubishi Mu-300 Diamond
Cessnd 551 Citation Il/Special Raytheon 390 Premier
Cessnd 552 Citation Raytheon Hawker 400/400 XP
Cessha 560 Citation Encore Raytheon Hawker 600
Cessnd 560/560 XL Citation Excel Sabreliner 40/60
Cessnd 560 Citation V Ultra Sabreliner 75A
Cessna 650Citation VII Sabreliner 80
Cessna 680 Citation Sovereign Sabreliner T-39

*These aircraft currently operate at LMO
Source: FAA AC 150/532B

TABLE-5 - AIRPLANES THAT MAKBP THE REMAINING 25%0F THE LARGE AIRPLANFLEET

| Manufacturer | Model |

Israel Aircraft

Bae Corporate 800/1000 Industries (IAl) Astra 1125
Bombardier 600 Challenger Al Galaxy 1126
Bombardier 601/6013A/3ER Challenge Learjet 45 XR
Bombardier 604 Challenger Learjet 55/55B/55C
Bombardier BD-100 Continental Learjet 60

Cessna S550 Citation S/II Raytheon Hawker Horizon
Cessna 650 Citation III/IV Raytheon Hawker 800/800 XP
Cessnd 750 Citation X Raytheon Hawker 1000
Dassault Falcon 900C/900EX Sabreliner 65/75
Dassault Falcon 2000/2000EX

*These aircraft currently operate at LMO
Source: FAA AC 150/532B
Note: AirplanesTiablél-4 andTablel-5 combinelid0% of the large airplane fleet.
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Graph4-1shows the runway length needs for a varietyldaf/Be business jets that currently
operate at LMO. The runway length needs were established based on data from their respectiv
operations manuals adjusted for airportds a
month, and effective gradient of the rumtvZAdditionally, the runway lengths indicated in the
graph displays the length requirement for a fully loaded aircraft with no wind. Aircraft can opera
on a shorter runway by altering the amount of useful load (i.e. passengers, fuel, or cargo). If a
signifcant change in the useful load is required or an intermediate stop is required to refuel the
aircraft, an aircraft operator may choose to not operate at the airport. These lengths are not a
substitute for calculatisrequired by the airplane operatirlgsuand does not include the

insurance requirements for specific aircraft or their runway length requirements.

As indicated iGraph 4-1, the averagakeoff runway lengtiequirement for the fully loadBl
business jet fle#tat currently operates at LNKB,196eet. Runway 1 1 /szZ@rént length is
not sufficient to accommodate the most commonmypes of smallbusiness jes that currently
operateat L MO without weight penalties

GRAPH4-1 6 BUSINESS AIRCRAFRUNWAY LENGTH REQUIRMENTS FOR LMO

Current Runway Length
4,800ft.

ECLIPSE 500

BEECH KING AIR 200

CESSNA 560 CITATION ULTRA
BEECH KING AIR C90A

CESSNA 680 SOVEREIGN

CESSNA 525A CITATIONJET 2 (CJ-2)
BEECH KING AR 350

CESSNA 560 CITATION EXCEL
CESSNA CITATION BRAVO
CESSNA 525 CITATION (C)-1)
AVERAGE RUNWAY LENGTH 6,196ft.
CESSNA 560 CITATION ENCORE
EMBRAER PHENOM 100

BEECH 400A

CESSNA MUSTANG

CESSNA CITATION Il

BEECH 390 PREMIER |

FALCON 900EX

FALCOMN 900

I | I I
0 1000 2000 3000 4000 5000 6000 7000 8000

*Runway Requirements are approximations only from manufacturer. Balanced Field Length or Take Off Field Length
at Max Takeoff Weight adjusted for mean max temp (88.9°F) and elevation (5,055 H).
Source: Aviation Research Group, Inc.; FAA Central Region, Airport Planning Division, 2005

51 Aviation Research Group, Iidtp://compair.aviationresearch.com/index.aspx?action=aircraft_comparison
52FAA Central Region, Airport Planning Division, 208keoff Runway Length Adjustvorksheet
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Furthermore, business aircraft operating under Federal Aviation Regulation (FAR) Part 135 mu:
adhere to sttt operating, maintenance, and training requirements. FAR Rapetaéng
Requirements: Commuter and On Demand Operations and Rules Governing Persoiss on Boarc
the regulatory guidance for any person or business that prowidasgortation of person or
property for compensation or hire. Any entity that wishes to conduct operations for compensatic
or hire are required to hold a certification under FAR Part 135, and must comply with a number
FAA standarddhis applies to @nter orationsnto and out of LMO which occur frequently.

In regards to runway length, Part 135 operators must adhere to specific landing distance
requirements. Part 135, Section 135.385 states that in accordance with the Airplane Flight Man
transprt or commuter category airplanmeay only land at an airport if the airplane is able to
complete a full stop landing within 60 percent of the effective runway length, assuming they are
feet over the threshold at landing. For LMO, this means thatta& enust be able to land

within 2,880 feet (60% of 4,800 feet) if carrying passengers for hire under a Part 135 certificate.
Graph 42 shows théanding distance requirements for the small business aircraft fleet that
currently operate at LMO. Fromglmformationall of the business aircraft showi@Giraph 42

are unable to land at maximum landing weight (MLW) at LMO per Part 135 requindmoennts
weight penaltieJ his situation is compounded greatly if wet conditions exist on the runway, in
whidh case virtually @f the aircraft listed i@raph 42 would be unable to land at LMO under

Part 135.

In order to accommodate the landing requiremetite aiverage lengtieedf the aircraft listed

in the graph, a runway lengtté@40feet would beequiredRuvnway 11/ 2906s cur
not sufficient to accommodate the landing distance requirements fany of the Part 135
operators that currently fly into LMO without weight penalties
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CESSNA 525A CITATIONJET 2 (C)-2)

GRAPH4-2 6 PART 135 CHARTERIRCRAFT LANDING DISANCE REQUIRED AT L® (DRY CONDITIONS)

Current Runway
Length: 4,800ft.

CESSNA CITATION I |

CESSNA MUSTANG |

CESSNA 680 SOVEREIGN |
CESSNA 560 CITATION ULTRA. |
FALCON 900 |

CESSNA CITATION Il |

BEECH KING AIR 350

FALCON 900EX

CESSNA 560 CITATION ENCORE
EMBRAER PHENOM 100
AVERAGE RUNWAY LENGTH
CESSNA 525 CITATION (C)1)
CESSNA CITATION BRAVO

ECLIPSE 500

BEECH 400A

CESSNA 750 CITATION X
CESSNA 560 CITATION EXCEL

BEECH 390 PREMIER |

[ [ I [ |
2000 4000 6000 8000 10000

o —

*No landing distance information was available for the Beech King Air 200 or Beech King Air 90.
Source: Aviation Research Group, Inc.; FAA Central Region, Airport Planning Division, 2005

4.3.3.1 Runway 11/29 Length Analysis

Runway length analysis shows that Runway 11/29 currently does not accommodate any of thi
family groupings of small airplanes applicable to LM&@alAength of 6,220 feet would be
sufficient to accommodate 95% of small aircraft with less than 10 passenger seats, while a tof
length of 6,390 feet would accommodate 100%. Mordw884 of small airplanes witbwer

than 10 seats famdyoupingalmost exclusively includes aireratite Bll family and smaller.
Thisaircraftfamily is compatible withe current design &unway 11/2@nd the forecasted

critical aircrafat LMO.With specific justification, the FAA may accept the length needed t
accommodate 100% of family grouping of small airplanes with less than 10 seats or small
airplanes with 10 or more seats.

Additionally, as shown @raph4-1andGraph 42, LMO&6s runway | ength
accommodate the average takeoff runway lestgtinement for the fully loadBdl business
aircraftfleetthat currently operates at the airport, wisiéli196eet.

Furtherexamination wampletedor two specific aircraft types that use LMO frequently: the
Beechcraft King AIE90A and the Citation Excéls previously discussedsection 2.2and
Section 3.8the design aircraft for runway length for LMO is the BeedKicrgifir 9Q which
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is a popular turboprop aircraft for business travel, as well as an aircraft type usefil by Mile
SkydivingThe Beechcraft King AC90A requires a runway length of approximately 5,360 feet.
The Citation Excel, a small to mided busiess jet that has operated at LMO requires a runway
length of 6,260 feet at MTOWAIthough these aircraft presently operate at LMO, they operate
under reduced conditions (i.e. payload and/or fuel) due to the current runway length. An incre;
inlengthwal d all ow t he
would allowa greater useful laad

se aircraft to reach

Although a total runway length of 6,390 feet to accommodate 100% of sma(patoraft
fleet)is justifiable at LMO, it may nog practicallable 4-6 andFigure 4-1showwhat
additional aircraft types could be accommodated at alternative runway lengths.

TABLE4-6 - ALTERNATIVE RUNWAYHENGTHS AND AIRCRAFRCCOMMODATED

National Piston Fleet Business Aircraft

Total
Runway
Length

4, 8C
(Current
Length)

5, 3C

5, 8C

6, 00

6, 22

6, 39
6, &0

77% of Piston Fleet

84% of Piston Fleet

90% of Piston Fleet

92% of Piston Fleet

95% of Piston Fleet

100% of Piston Fleet

100% of Piston Fleet

53Model65A9 0 Pi |l ot 6s Operating
54NetJets Runway Length Requirements for the Citation Excel at Maximum Takeoff Weight

SVIATION

DRAFT 12/8/2011

Eclipse 500
King Air 200

King Air C90A
Citation Ultra

Citation Sovereign

Citation Jet G2
King Air 350

Citation Excel
Citation Bravo

Average length that accommodat
the Business Aircraft that currentl

operate at LMO
Citation Jet G1
Citation Encore

Embraer Phenom 100

75% of largairplane$<60,000Ibs)
at 60% useful load

*Large aircraft length requirements are shown for comparison purposes only.

Source: Jviation, Inc.
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FIGURE4-1 - ALTERNATIVE RUNWAYBNGTHS AND AIRCRAFRCCOMMODATED
Current Runway Length
4,800ft.

77% OF PISTON FLEET 4,800ft.
84% OF PISTON FLEET
90% OF PISTON FLEET 5,800ft.

92% OF PISTON FLEET 6,000ft.

95% OF PISTON FLEET 6,220ft.

6,390ft.

| | |

0 2000 4000 6000 8000
Source: Jviation, Inc.

100% OF PISTON FLEET

Chapter 5, AlternativesAnalysis will evaluaterunway lengthalternatives forRunway
11/29 to accommodate the piston fleetanging from no extension tol,600feet (total
length of 6,400 feet)Each extensionalternative will assess the financial, planningafrety,
environmental, and community concerns.

4.3.4 Runway Width

Runway 11/29 is currently 75 feet wide, meetlhgtBndards. Runway 11/29 is sufficient for
current and projected future runway use at an ABQ.ofhe runwaywidth is adequate to
meetthefaciliy 6 s current and pr ogwidenhgisireqoired ds,; t he

435 Runway Strength

Runwayl1/29 has a weigHiearing capaciof no greater than 30,000 poundsSimgle Wheel

Gear SWQ equipped airaft The current critical aircrdftor wei ght is Mi |l e |
Otter DHC-6, which has a MTOW of 12,500 poutdgnway 11/29 pavement strength is
adequate to accommodatall existing and forecasted aircraftstrengthening is not

required

Sveral of the Corporate Aircraft Business
pavement strength is a limiting factor, and stronger pavement strength is necessary$aethe mid
and larger business j&sfer toAppendix E for more information on airport tenant and

corporate user facility requests
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4.3.6 Runway Surface

Runwayl1/29is constructed d?ortland Cement Concrete The runway 1S i n
condition according CD OT A e r @01lhRavemensEdyaluation and Pavem

Management SysteRoutine maintenance, such as joint and crack sealing, should be
performed on a scheduled basis to extend the pavement liféo other surface

Improvementsto the runwayare recommended.

4.3.7 Taxiways

Taxiways should be designed to provide freedom of movement to and from the runways and
between developed areas on the airport. LMO has two parallel taxiway systems (Taxiway A anc
Taxiway B) that include entrance and exit taxiways, taxingyaneas, arapron taxilanes. Basic
design principles for a taxiway system are outlined by the FAA in AC 1%0/p8ad)esigand
include the following design principles:

1 Construct as many bypass, multiple access, or connector taxiways as possible to each rur
and runway end

1 Provide taxiway ramp areas for each runway end
1 Provide each active runway with a full parallel taxiway
1 Build all taxiway routes as direct as possible

1 Avoid developed areas, which might create ground traffic congestion

Engineering Brief N@5,Incorporation of Runway Incursion Prevention into Taxiway and Apron C
provides additional guidance for taxiway and apron design to prevent runway incursions. The F.
has issued a draft update to AC 150/83)hcorporating Engineering Brief M. Presently this

is draft guidance, but is good practice that should be followed. The guidance states that when n
taxiways are planned, runway safety, utility, and efficiency should be considered. The recomme
taxiways design standards include:

1 Usea right angle for taxiwvaynway intersections
1 Limit the number of taxiways intersecting in one spot

1 Avoid wide expanses of pavement at runway entry
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Taxiway A is the full parallel taxiway on the north side of Runway 11/29 and has four connector
taxiwaysAl, A2, A3, and A4. Taxiway B is a partial parallel taxiway on the south side of Runway
11/29; it has two connector taxiways: B1 and B2. All existing taxiways are equipped with Mediu

Intensity Taxiway Lighting (MITL) that are in good condition and needreont work. The
current taxiway system at LMO is showFigare 4-2.

FIGURE4-2 8 LMO EXISTING TAXIWAYSYSTEM

Source: Jviation, Inc.
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4.3.7.1 RemoveTaxilane Pavement on Runway 29 End

On theeasend of Runway 29 is pavement that connects the apron to Taxiway A and to
Runway29.This pavement could be confusing to pilots that are unfawttidine airport/t /s
recommended that the pavement on the east of Runway 29 be remaqg\ashown in

Figure 4-3. By removing this pavement, it éfiates the possibility of misidentifying the end of
Runway 29edudngthelikelihoodof a runway incursipand increasing situational awareness.

7 N
7 S
' /h/xl)/@ N

|_IREMOVE

Sourcéviation, Inc.
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4.3.7.2 Holding Bays

The current holding bays (also known asipuaireas) on both ends of Taxiway A and east of
Taxiway B do not meet current FAA standards. A holding bay provides flexibility in runway us
and enhances capacity, as they prgwade $or aircraft to pull off the main taxiway forupn
procedures until they are ready to depart. Holding bays should be provided when operations
exceed 30 per hour according to FAA AC 150A308irport DesighMO currently has a peak
hour capacitgf 30 aircraft and is forecasted to grow to 45 aircrtfepgar 2030, as discussed

in Section3.7.4 The design criteria for the holding bays are based on parallel taxiway to taxiwe
centerline separation standards of an Alx@craft, which is 105 feet. The current holding bays
have a separation of approximately 50 feet on Taxiway A and 60 feetvayn B.4x5

recommended that all of the holding bays at LMO be upgraded to meet the FAA

standards for increased separatioior safety as shown ikigure 4-4.

FIGUREA4 -HOLDING BAYS

‘TAXIWAY A, | TAXIWAY A E
L

i
-

— .Y

B NEW PAVEMENT
_— TAXIWAY B

Source: Jviation, Inc.
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4.3.7.3 Extend Taxiway B to Full Parallel

The majority of the new development at LMOréesntlyand will continue to be on the south
side of the aigat. The lack of a full parallel taxiway on the south side of Runway 11/29 causes
aircraft landing on Runway 29 to execute di@hddrunway crossing to access the hangars on
the south side of the airport. Runway crossings -dieldidre less desirabilan at runway ends

due to the potential for aircraft collisiothgs recommendedthat Taxiway B be extendedto

a full parallel configurationto improve safety,as shown ifigure 4-5.

FIGURE45 - FULL PARALLEL TAXIWA

Source: Jviation, Inc.

4.3.7.4 Taxiway Pavement Strength

The taxiways have a pavement strength gfeater tn 30,000 pounds for SWG aircréfte

maj ority of the taxiways ar accordinghe@DOT el | en't
Aer on 2011 Rawvemént Evaluation and Pavement Management System. However, CDOT
noted 12 to 15 slabs randomly spaced on d&aBwhat are experiencing heavy crackieg.

panels will require rehabilitation measures to include removal and replacement of the
existing pavemenipanels that are experiencing heavy cracking
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4.3.8 FAA Design Standards

For all airport planning efforts, FAA design standards are the primary consitlabé¢idnr

shows the FAA design standards from FAA AC 150/53(Rirport Desig@hange 7). LMO s
currentlyaB-Il airportand is projected to remairiBhroughout the planning horizdRunway
dimensional design standards define the widths and clearances required to optimize safe opere
for landing, takeff, and taxing

TABLE4-7 - FAA DESIGN STANDARDSAC 150/5300 -13, CHANGE 16)

Existing ARC Bl
Runway 11/29| Non-Precision

Runway Width 750 750
Taxiway (Parallel) Width 350 350
Runway Safety Area

Width 1500 1500
Length Beyond RW End 300606 30060
Runway Object Free Area

Width 50008 5006
Length Beyond RW End 300 30060
Taxiway Safety Area Width 790 790
Taxiway Object Free Area Widi 1316 1316
TaxilaneObject Free Area Widtl 1156 1156
Runway CL téarallel TW CL

Taxiway A 259 2400
Taxiway B 2400 2400
Runway CL to Aircraft Parking 3200 2500
Taxiway CL to Parallel TW CL N/A 1050
Runway Holdline 2000 20060
Taxiway FOMO* Distance 65.50 65. 50

*Distance to Fixed or Movable Object (FOist@y&poenterline
Source: AC 5308, Airport Design; Table: Jviation, Inc.

4.3.8.1 SafetyAreas

A safety area is a defined surface surrounding the runway or taxiway prepared or suitable for
reducing the risk of damage to airplanes in the event of an undev&sbgot, oexcursion

from the paved surffadeMOds runway and taxiway safety
standards; however, R)AAOs equi pment building to supp
Indicator (VASIpenetrates the Taxiway A safety, agahown iRigure 4-6. FAA design

standards require the taxiway safety area to be freefi@niole objects except when fixed by
function.LMO should requestthat the FAArelocate the VASbuilding outside of the

Taxiway Safety Area and Taxiway Object Free Area, or replace the VASI with a PAP/

system (See Section 4.4/l other portions of thesafety areas meet the current stanaard.
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FIGURE-6 - OBJECTS WITHIN THESA AND TOFA

VASI Building Tie-Downs

| [
Source: Jviation, Inc.

Al

4.3.8.2 Object Free Area (OFA)

An OFA is an area on the grouthat is centered on a runway, taxiway, or taxilane centerline,
and is provided to enhanbe safety of aircraft operations by clearing the area ofgabond
objects. Some objects are acceptable in the OFA, including objects that need to béhatated in
area for air navigation or aircraft ground maneuvering pusipdsesist be frangibler objects

that are leghan three inches talll runway and taxiway OFAs are free of ohjedts the

exception of aircraft parking adjaderitaxiway A, the supplemental windcones, and the VASI
equipment building discusse&eécttion4.3.8.1Currently, five tielowns are within the taxiway
OFA, shown irFigure 4-6. The five fe-downs should be removed or relocated outside of

the Taxiway A OFA. Additionally, both supplemental windcones near Taxiway A4 and Taxiway
Al are not frangiblghe supplemental windcones within the runway OFA must be made
frangible. All other portions ofthe runway and taxiwayOFAs are free of objects.

4.3.8.3 RunwayObstacleFreeZone (OFZ2)

The OFZ is a volume of airspace intended to protect aircraft in the early and final stages of flic
It must remain clear object penetrations, except for frangiA&/Al Ds located in the OFZ
because of their functiofhe OFZ is comprised t¢iie Ruinway OFZ and, wheapplicable, the
Precision OFZ, the Inng&pproach OFZ, and the Inn&ransitional OFZA// portions of the

OFZ are free of obstacles.

4.3.8.4 RunwayProtection Zone(RPZ)

The RPZ is an area off of each runway end designed to enhance the protection of people and
property on the ground. In order to ensure that the RPZ is kept clear of incompatible uses, the
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land included in the RPZ should be owned by the airporttecigw by an avigation easement
Portions of the RPZ are not ownedtbg City. The areas the Airport owns in fee or avigation
easements are showrrigure 4-7. The airport should acquire all lanawithin the RPZ

except for the road rightof-ways shownin Figure 4-7. A Letter of Agreement should be
executed with the jurisdictions of Airport Road and Rogers Road that all development
inside of the RPZ should be coordinated with the airport, including traffic signals, street
lighting, etc.

FIGURE-7 - AIRPORT RPZ AND BRRAWNERSHIP

||| Airport Owned

| City Owned & Controlled
. Avigation Easement

- Need Easement or Acquire

Source: Jviation, Inc.

4.3.8.5 Building Restriction Lines (BRLS)

The BRLs are lines that rparallel to the runway and offset at a distance that ensures that new
construction is beloprotected airspace, per 14 GFRt 774maginay surfacesThe BRLs at

LMO are calculated based on 085 tall structureand are 500 feet from the runway centerline
outward and include the RPZs off the runway. Stdscturethat are taller than 35 feet will

require additional analysis to ensamepliance with the Part 77 surfaCesrently LMO does

not own all of the land requiredthinthe BRLsNevertheless, since the City of Longmont has a
height zoning overlay for the airport, the Airport Influence Zone (AlZ), as predististged

in Section 2.11 the airport does not need to acquire all the land within the BRL as lzhg as A
height zoning is enforcefhere are no BRL issues.
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4.3.8.6 Line of Sight

The Line of Sighdtandard requires that two points five feet above the runway centerline be
mutually visible for the entire runway length. However, if there is a parallel taxiway, the two fivi
foot points are allowed to be visible for only half of the runway I&hgtl.are no line of

sight issues on the airport.

4.3.9 Airfield Markings and Signage

Runway29is marked with noprecision markings, which include the runway designation (29),
centerline, threshold, and aiming paiatkingsRunway 29 also has chevron markings located
beyond the runway end pavement not intended for aircraft operatiBusiwayl 1 is marked

with visual markings, which only includetinevay designation (11) anddbeterlinanarkings
Aiming point markings are reqdifer visual runways only when the runiwdy200 feet or

longer serving approach categories C amadrfdaneslt /s recommended,not required, that
aiming point markings be added to Runway 14s shown ifrigure 4-8.

FIGURE4-8 - RUNWAY 11 AIMING POI NT MARKINGS

TAXIWAY A

|—\

o
= = RUNWAY 11/29 g TAXIWAY A
N
‘AIMING POINT MARKINGS - TAXIWAY B

=

AN

Source: Jviation, Inc.
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If Runway 11 were upgraded to a-paatision runway, threshold and aiming point markings
would be required and the runway designation marking (11) would need d¢atbd,rafbshown
in Figure 4-9.

FIGURE4-9 3 NON PRECISION RUNWAY MARINGS FOR RUNWAY 11

TAXIWAY A

RUNWAY 11/29

NON-PRECISION MARKINGS

Source: Jviation, Inc.

The taxiwayare marked with yellow centerline stripiiiee runway and taxiwaymarkings are
consistent with current requirements and only need to bepainted as part of scheduled
maintenance

The entire runway and taxiway signage and lighting system was replacethe 2009d
signage meets FAA standardand is in excellent condition.

As part of LMO voluntary noise abatement procedures (VASP)ecommended thathe

City install informational signsfor the Voluntary Noise Abatement Proeadures (VINAPS) at

the GA apron and the holding baysThese signs Wil hel p promote LMOGs
friendlyd program) in an effort to be a go
VNAP document is located Appendix C.

4.4 VISUAL NAVIGATIONAL AIDS (NAVAID s)

The existindNAVAIDs for LMO provideanon-precision approach to Runway 29 and a visual approach
to Runway 11Both Runway 11 and Runwayg9equippedith 4box Visual Approach Slope Indicators
(VASIs)which provide visual descent guidalidele it is currently not a mandatory requirementt

Is recommended that LMO replace its VASI system with a Precision Approach Path Indicator

(PAPI) system as it may become a requirement in the futureAP| systems are the new standard for
visual approach path guidance, whereas VASIs are no longestadieg at airports. Additionally, with

the replacement of the VASI systems with a PAPI system, the VASI building in the Taxiway Safety Are
does not have to be relocated,rhtterit can be removed.
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Runway 11/29 is also equipped with Medium IntdRsityvay Lighting (MIRL). Asated irSection4.],
the CDOT Aeronautics®6 2005 A voMaowairports h8ve Runweasn P |
End Identifier Lights (REILs) and High Intensity Runway Lights (HIRLS).

REILs are high intensity strobe lights, placed on each side of the runway end to indicate to approachin
aircraft where the usable runway begins. The proximity of the approachuenhgfZ®, which is the
primary arrival runway in instrument flight conditions, to Airport Road could create a hazard to vehicles
with the presence of a strobe lights recommendedthat REILs be add to both runway ends in a

manner that does not create Aazards to ground vehicles.

A HIRL system is recommended by the FAA only with a precision instrument approach. LMO does not
have a precision instrument approach, even though one is recommended by CDOT, as discussed in tf
following section. Furthermonmestalling and maintaining HIRLs can be very césityhese reasons, a

HIRL system is not practicable at LMO and therefore, not recommended.

Thearport has a segmecirclewith a wind concated on the north side of Taxiwapithe east

endof the airfieldThere are also lighted supplemental wind cones near the end of each runway thresha
The wind cones must be made frangible, and an additional mitield wind cone is recommended.

The segmented circle is in disrepair and should be replaced.

The airfieldalso has a standard rotating beacon, wghliocbatean the southeast corner of the airport,
nearest to the last hangar to the east, west of Airport/RRoadorovements tothe airport beacon are
required.

4.5 INSTRUMENT APPROACH PROCEDURES

Thereare two types of Instrument Approach Procedures (IAP): traditional ground based and satellite b:
(Global Positioning System&pproach minimums are based upon several factors, including obstacles,
navigation equipment, approach lighting, and wegtbeiingequipment.

There are two primary classifications of ground based navigation systems: those that provide horizont
guidance only (e.g. VOR, NDB, TACAN, etc.), and those that provide both horizontal and vertical
guidance (e.g. ILS). In most caseslawest possible minimums, with horizontal guidance onlylis 300

(i.e. 300 feet cloud ceiling allowance and one mile visibility). The traditional ground based system prov
both horizontal and vertical guidance is an Instrument Landing System (ILS).

Global Positioning Systems (GPS) satellite based instrument approaches follow the same basic guidel
as ground based systems, with the lowest possible minimums for approaches with horizontal only guic
being 30€L. GPS can be enhanced with the iadditf vertical guidance through a Wide Area
Augmentation System (WAAS) or Local Atggmentation System (LAAShe lowest minimums are
generally 26%. The visibility can beirtherreduced by quarter mile wittine installation ofraapproach
lightingsystem, such a$/edium Intensity Approach Lighting SystsiAL(S).
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Table 4-8 gives the current instrument approach procedures and weather minimums for LMO. Currentl
the weather minimums of the approaches are limited due to obstacles in the approdtks course.
recommended that the City request the FAA revaluate LMO instrument approaches to

determine If there are alternatives to improve approach minimums.

TABLE4-8 - LMO INSTRUMENT APPRACH MINIMUMS

. Weather Minimums Minimum Descent
G A= Visibility Ceiling (AGL) Altitude

VOR/DME 8 A 1 mile 70006 6480
RNAV (GPSp B 1 mile 7006 6486

Weather Minimums Minimum Descent
Runway 29- Approach Altitude

Visibility Ceiling (AGL)
RNAYV (GPS) 1mile 70008 636
Source: LMO Instrument Approach Charts

Additionally, LMO does not have a Remote Communications Outlet (RGRDApermits radio
communication for pilots at n@owered airport with FAA services, such as Flight Service Stations (FSS)
and Air Traffic Cotmol (ATC) for instrument clearances. Through the use of an RCO, pilots can file their
flight plans and obtain the latest weather information for their route with a VHF radio. Currently, pilots :
LMO are only able to contact the FAA via a phone line) wdaicbe extremely difficult while operating

an aircraftDiscussions with the airport tenants indicated the needR@@ Refer toAppendix E for

more information on airport tenant and corporate user facility reffugstrommended that an RCO
be installedat LMO.

4.6 OBSTRUCTIONS AND AIRSPACE REQUIREMENTS

14 CFRPart 77defines and establishes the standards for determining obstructions that affect airspace i
the vicinity of an airport. Prior to any airport developrttenCity must request the FAA to conduct an
airspace evaluation to determine the impact ideti@nal Airspace SystéAS) and air safety,

regardless of project scale. Part of the airspace evaluation involves the FAA determining the impact of
proposedl evel opment on the airportds i maginary su!
are in relation to the airport and each rupasgefined in Part.7I/he sizend dimensionsf these

imaginary surfacasebased on the category of each myni@r current and future airport operatidie

five imaginary surfaces are the Primary, Approach, Horizontal, Conical, and Transitional, as shown in
Figure 4-1Q and are defined below. Any obyelsich penetrates these surfagesnsidered an

obstruction and affects navigable airspace.
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FIGURE-10 - PART 77IMAGINARY SURFACES

LEGEND
] Approach Surface
[ Conical Surface
[[] Horizontal Surface
. Primary Surface
n Transitional Surface

Approach Surface Width ot End
|Approach Surface Length
E [Approach Slope

% Precision Instrument Approoch Slope is 50:1 for Inner
10,000; and 40:1 for an Additional 40,000

Conical Surface

V - Utiity Runways

W — Runways Lorger than Utiiity

X - Visibility Minimums Greater than § Mile
Y - Visibiiity Minimum As Low As § Mile
Z - Precision Instrument Approach Slope

Precision Instrument
Approach

Visual or
Nonprecision Approach

Source: Jviation, Inc.

Primary Surface- The PrimarySurface is an imaginary obstruelilmiting surface that is
specified as a rectangular surface longitudinally centered about a runway. The specific dimensi
of this surface are functeof thetypes of approaches existimgplanned for the runway.

Approach Surface The Approach Surface is an imaginary obstriotigimg surface that is
longitudinally centered on an extended runway centerline and extends outward and upward fror
the primary surface at each end of a ruatweylesignated slope and distance upon the type of
available or planned approach by aircraft to a runway.

Horizontal Surface- The Horizontal Surface is an imag obstructiodimiting surface that is
specified as a portion of a horizontal plane sutmogl a runwagnd idocated 150 feet above the
established airport elevation. The specific horizontal dimension of this surface is a function of tt
types of approaches existing or planned for the runway.

Conical Surface The Conical Surface is an imagiobstructiodimiting surface that extends
from the edge of theorizontal surface outward and upward at a slope of 20 to 1 for a horizontal
distance of 4,000 feet.

Transitional Surface- The Transitiongburface israimaginary obstructidimiting suface that
extends outward and upward at right angles to the runway centerline and the runway centerline
extended at a slope of 7 to 1 from the sides of the primary surface.
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With respect to Part 77, Runway 29 is a larger than utility runway witredamm instrument

approach and visibility minimums greater tv@equarters of anile. Runway 1i% autility runway with
visual (circling) approaches oBlgeAppendix A, Aviation Glossdoy runway approach and runway type
definitions. Runway Ehauld be considered ason-precision runway in the future because GPS
approaches can be developed without the installation of expensive grdeglmsentThe

installation of a neprecision approach for Runway 11 will better accommodate the tiseesrpbrt
during low visibility condition$.is recommended that the City request the FAA develop a straight

in approach to Runway 11 during the 2gear planning period

46.1 Obstructions

Obstructions are defined as any object of natural growth, terrain, permanent or temporary
construction equipment, or permanent or temporary manmade structure that penetrates an
imaginary surfacéhere are high towers in the vicioity MO, butnone appedo penetrate the
imaginary surfaces surrounding the airforbbstruction survey was not included in this master
pan.There are no known obstructions per t he
Digital Obstacle File (DOF).

4.7 AIRSPACE CLASS AND AIR TRAFFIC CONTROL

The airspace that surrounds an airport is classified according to the activity level of the facility and the
presence of an air traffic control tower. LMO is currently in Class G airspace from the surface to 700 fe
above ground level (AGlhere Class E airspace begins from 700 feet AGL to 18,000 above mean sea
level (MSL). These are the airspace types which surrounds an airport without an operating control tow
The next highest level of airspace is Class D, which involves an opeteatingwer.7he activity

levels that are forecasted for LMO do not support the expense of a control tower; therefore, th
airspace should remain Class G and Class E

All aircraft that are on an instrument approach require contact with an air tieyfid feecaircraft on
approach to LMO remain in contact with the controller at the Denver Terminal Radar Approach Contro
Facility (Denver TRACON), until pilots have visual contact with the airport and then cancel their
instrument flight plant is not anticipated that such air traffic control requirements will change

auring the 20year planning period.

4.8 LANDSIDE REQUIREMENTS

Landside facilities support airside operations, such as the facilities necessary for handling aircraft and
passengers while on tleund. The landside facilities consist oftked Base OperatfBO) buildings,
access roads, hangars, and other support facilities. The capabilities and capacities of the various land:
components are examined in relation to the project demangl itbehéfy future landside facility needs.
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48.1 Off -Airport Access

The public entrance for LMO is on the east side of the airport, off of Airport Road. Airport Road
is a four lane arterial road abutting the airport. It has access to Highway 119, NelsogelRoad, Ro
Road, and Hover Road. There is also access on the southeast side of the airport, on Rogers R
and on the northwest via St. Vrain Rd&e current roads that access the airport are

adequate for the current and projeeti demand atLMO.

4.8.2 Parking

LMO has free parking, located north and west of each FBO. Additionally, limited parking is
included with each hangar unit. Private aircraft owners often park inside of their hangars and ar
provided access through the vehicle acces# gatecommended thatL MO add more

parking spaces as moraeronautical activities areleveloped.

4.8.3 Vehicle Service Road

The vehicle service road (VSR) that connects the north and south sides of the airfield is current
unpaved. The recycled asphalt surface can cause foemgdedisjs (FOD) hazards from vehicles
tracking the material on the paved airfield surfaces. Moreover, several airport tenants indicated
desire to have the VSR pawefer toAppendix E for more informatiorairport tenant facility
requests/t is recommended that the VSR be paved with asphalt to minimize the

contamination of FOD on the airfield

4.9 GENERAL AVIATION

The number and types of projected General Aviation (GA) operations and based aircraft can be conve
into a generalized projection oA @&cility need$GA facilities include the FBO, hangars, and aprah
aircrafttiedown space.

4.9.1 Aircraft Storage Facility Requirements

Most hangars at LMO are privately owned on land leased from the City of Longmont. Only one
hangar is currently ownedthg City and is used as office space for airport management, and has
one tenant, Twin Peaks Aviation. Currently, there are 297 privately owned hangars that compris
approximatel$92,865 squafeet of hangar space. The hangars are typically at orlnear ful
occupancy with 302 based aircraft. This equates to approxir6debquare feet of hangar space
for each based aircré92,865 square feet of hangar spiamedby 302 current hangared

aircrafy.

Hangar requirements are a function of the nuafliesed aircraft and forecasted based aircraft.
Specific demand will be based on the actual size of aircraft that ultimately will be based at LMO
and will require new hangar construction, as well as how many aircraft will choose to park outsi
on the apronHowever, for planning purposes it is assumed that the current ratio sfuaé82
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feet per aircraft will continue, as showFaible 4-9. Moreoverfrom the returnedirport user

surveys, the respondents overwhelmingly indicated the need for additional hangar space on the
airport. Thesurvey responses also revealed the lowest scored catiegjopies facilities/services
were hangar space, harayailability, and hangar lease rates.

TABLE4-9 - BASEDHANGARED AIRCRAFT REQUIREMERT

Based General Based General Hlemgpgmace Current Sﬂsr}ggror
Year Aviation Aircraft Using gar sp Hangar Space P
. : Required Shortfall
Aircraft Tie-Downs (square feet)
(square feet) (square feet)
2015 378 42 548,352 492,864 -55,488
2020 418 47 605,472 492,864 -112,608
2025 462 52 669,120 492,864 -176,256
2030 511 57 740,928 492,864 -248,064

Source: Jviation, Inc.

With aircraft storage nearly at capacity, alternative hangar developmemtions will be
Investigated inChapter 5.

4.9.2 Aircraft Parking Aprons

Apron frontage is a premium airport space and should be strategically utilized with the highest &
best use. The planning and design of aprons take into account the location of airport terminal
buildings, FBO buildings, and other aviation related smcésed at an airport. Aprons provide
parking for based and transient airplanes, access to the terminal facilities, fueling, and surface
transportation. FAA AC 150/5303, Airport Design, Appendprdyides guidelines to assist with

the determinatioof the layout and design of airplane parking apron(s)-dowtiearea(s) for
basedandtransient aircraft.

4.9.2.1 Transient Aircraft Apron

The FAA has established a method, found in FAA AC 1561538@port Desigwhich

includes factors that affect the determination of the area needed for transient parking. This
method involvethe analysis and estimation of the demand for transient airplanes and utilizes
forecasting numbers from numerous tables mentioned thuo@tapter 3 Aviation Activity
Forecasts

Table 3-3 (LMO Operations Forecast) indicates that in 2030 there will be 92,067 operations at
LMO. Table 35 (LMO Design Hour Operations Forecast) specifies that in 2030 an estimated
359 operations willoccurtmne ai r port s peak day of opera
the large amount of pilot training performing tearthgo operations at LMO, that 6% of the

peak day traffic will be transient aircraft that will use the apron. This equates to a peak of
approximately 22 transient aircraft using the apron at once on the peak day in 2030. In AC
150/530013, the FAA presupposes an area of 360 square yards for each transient aircraft,
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Year| Aviation

resulting in roughly 7,920 square yards of desired apron space reduansiefat aircraft in

2030. This space takes into account Taxilane OFA width criteria (found in FAA AC 150/5300
13,Airport Desipand other necessary space for fueling, parking, and other airplane related
actionsTable 4-10summarizes the current space available, along with the minimum apron spa
required, using the above calculations for the years 2015, 2020, 2025, and 2030. The minimu
apron spee required for transient aircraft per the FAA AC 150/5308irport Desigexceeds

the current space availaltés recommended that additional apron space be addets the

current space begins to reach capacitZhapter 5 Alternativesill evaluat@ossible future

apron expansions.

TABLE4-10 - TRANSIENT AIRCRAFTRRON REQUIREMENTS
Minimum
Peak Day Apron Space

General Current Apron | Apron Surplus

or Shortfall

Operations P (Sq%Z?g';Z? ds) (square yards)*| (square yards)
2015 67,987 2650 16 Transient 5,760 5,434 -326
2020 75,239 2930618 Transient 6,480 5,434 -1,046
2025 83,247 3240619 Transient 6,840 5,434 -1,406
2030 92,067 3590 22 Transient 7,920 5,434 -2,486

*Current apron space for transient aircraft is based on 17% of the total apron space (31,400 SY) a\
of designated transient tiedowns to based aircraft tiedowns, not based on designated area for trans
Sourcéviation, Inc.

Currently, Air West Flight Center offers roughly eight tiedowns for transient aircraft in the
summer months and around 10 tiedowns throughout the remaining months. Twin Peaks
Aviation offers one tiedown for transient aircraft. During bumydpethe lack of transient
tiedown spaces is a concetaditional apron space is recommendeltbr transient aircraft
Additional transient aircraft paking will be explored in Chapter 5AlternativesAnalysis

4.9.2.2 Based Aircraft Parking Aprons

Apron spaceitilized for based airplanes should be separate from that of transient airplanes.
Moreover, the area needed for parking based airplanes typically is a smaller space per airplar
than that for transient aircraft. The smaller required space results iddgeofvee specific

type of based airplanes at the airport in addition to closer clearance allowed between airplane
Currently, according to Airport Management, Air West Flight Center managege/@istiof

which about 25 are occupied-fuie and 30ra occupied fulime in the summer months. Twin
Peaks Aviation manages 1-dtens, 16 of which are occupiedtiaile. At the Airpois

busiest time of the year, rougl8yp&sed aircraft out of 340 are tied down on the apron versus
housed inside of ahgar.

The FAA has established a metfoydletermining apron needs for based aircraft, which uses
thepreviously discussed forecasting numbers fo@ithipter 3 Aviation Activity Forecakts

SJVIATION DRAFT 12/8/2011 m 4-29



method assumes that 300 square yards of apron spaessarpdor each based aircraft. This

area should be adequate for all single engine and light twin engine airplanes, such as the Ces
310, which has a wingspan of 37 feet and a length of 27 feet. This space also takes into accol
Taxilane OFA width critia and any other necessary space for fueling, parking, and other
airplane related actions. Assuming the same ratio of based aircraft that are tied down today w
continue into the future, estimated based aircraft apron requirements have been developed.
Table 4-11summarizes the projected LMO based aircraft that will require apicmrtseand

apron space for the years 2015, 2020, 2025, and 2030.

TABIE 4-11 - BASED AIRCRAFT APROREQUIREMENTS

Projected Tied | Minimum Apron Current Apron Apron Surplus or

Year| Down Based Space Required Space Shortfall (square
Aircraft (square yards) (square yards)* yards)
2015 41 12,300 25,966 13,666
2020 45 13,500 25,966 12,466
2025 48 14,400 25,966 11,566
2030 52 15,600 25,966 10,366

*Total apron space less the transient apron sjiesd 33$y)00sy
Source: Jviation, Inc.

The apron needs for the based airanatt the current and proedtiemands at LMGynd no
additional apron spaceesommended. Howevéhere is insufficient lighting in the GA apron
areal/nstallation of basic lighting in the GA apron areds recommended

4.9.3 FBO Facility Needs

LMO has two FBs located on the airfield: Twin Peakiation and Air West Flight Cenféwin

Peak Aviation is dimitedservice FBO that offeself service fueling faOO0LL, aircraft parking

on the ramp or tidowns, hangar rental, aircraft maintenameenetacessand flight

instruction Air West Fligh€entelis the only fulkervice FBO anafffers 100LL, J&&, and motor
vehicle gasoline. Air West Flight Center also offers flight instruction, aircraft rental, aircraft
maintenance, pilot supplies, vending machines, internet access, pilot lounge, hangar rental, cat
service, and maintains a fleet of 138adirc

From the returnedser surveys, respondents stiitey would like to see the F8@nd the pilots
lounges improved. Additionally, corporate user surveys indicated that one of the reasons they
choose to land at other airports is ddadk of comple serviceprovided by the FBOs

However, since the FB@re privately ownedehare not eligible for FA&irport grant$or any
improvements to the faciliti€®efer toAppendix E for more information on airport tenant and
corporate user facility reqgises
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4.9.3.1 FBO/Flight Center

The airport could bettserve the current users and corporate businesses by building an execut
flight/business center building. This flight center could houserawgérestaurant, pilot

lounge, meeting/conference room, anate#f for airport managemeatrveys and

communications with the airport tenants showed the negfligbt/business center to house a
restaurant, pilot lounge, FBO, and flight planning. ReA@pendix E for more information

on airport tenant and camate user facility requegtand use planning for LMO should

include an executiveflight center building.

4.10 AIRPORT SECURITY

The Transportation Security Administra{ibBA)does not regulate mdsA airports. Only three GA
airportsare regulatedue to heir locatiorwithin the Flight Restriction Zone around Washington DC.
Further, the State of Colorado does not presently require GA airports to have a security program, or ta
any actions related to security, beyond the TSA recommendations.feuseimgty measures at GA
airports is not available from the State of Colocadlbe FAA AIP program. Some grant money is

available through the TSA for limited pilot progr&uosasionally, the FAA may fund a security related
project for a GA airport, prowad there is a safety benefit.

Regardless, there exists considerable data to both evaluate the $&8uwitpats and to provide
recommendations for improvement. This section provides a éxatadtiorof the security of the
airport, but does not netitute a complete security assessment.

The standard security assessment process in the United St&@sdiopert is the Airport

Characteristics Measurement Tool (ACMT), published in the TSA Information Publi€&iorm BA
intends this document to be used to provide effective and reasonable security enhancements at GA
facilities across the Nation; to éx¢ent the procedures and recommendations are consistent with the
airportdés circumst a-00& ® secomrhend thasGAranding faciitees meat the n t
same security requirements as commercial service; &iopgtersome terminologg common to both
commercial service airport security@Adirport security.

TSA has not taken a position that GA airports and aircraft are a threat. However, as vulnerabilities witt
other areas of aviation have been reduced, GA may be percemerktastaactive target and

consequently more vulnerable to misuse by terrorists. The scope and breadth of GA landing facilities
precludes any one document from capturing all characteristics relevant to all G#hangfores, other
considerations wlile taken into account as related to security recommendatidvi®©for

The ACMT provides a numerical scale tying attributes such as runway length, number of based aircraf
number of annual operations, and whether an airport hosts flight training to retsxhsaeurity
systems, measures and procedures.
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The attributes are based on indicators established by the TSA that may determine whether an airport
requires higher levels of security. For example, the attribute addressing aircraft size is related to the
potential kinetic energy of an airplane, combined with its fuel capacity, to determine its effectiveness (¢
potential) as a weapon of mass destrugidfD). The TSA currently has established greater than 12,500
pounds Mean Gross Takeoff Weight (MGTWhashreshold for aircraft that should be of concern with
regard to its use as a WMD.

However, the greater than 12,500 pound weight is highly controversial within the industry as it was sel
based on a pmexisting threshold tH6AA uses to determirvehether a pilot requires specialized training to
operate larger aircraft, not on whether an aircraft that is greater than 12,500 pounds represents a true

omi ssiled6 threat to a ground structure. atAddi 't
aircraft above 28,000 pounds, and even up to 90,000 pounds in $tiG@wnot represent a significant
09/ 116 style threat . | tGA sscuriymecommengatonseml reflebtat t

revised minimum weighitMO has only a feWwasedircraft above the 12,500 pound threshold.

Whether an airport hosts flight training is directly related to the fact that the 9/11 hijackers were trainec
U.S. flight schools and the subsequent higher level of scrutiny that such operatiomost&iied

This does not mean that an airport that hosts flight training activity is a threat, just that additional secul
considerations should be included as part of its overall operation.

The ACMT separat€A airports into four categori€go 14 points 15to 24 points 25to 44 points and
greater thaAd5points Based on the ACMIMO scores &8 which puts the airport near the upper range
of the third tier for security recommendations. The score was determined based on theritdioaving

TABLE4-12 - SECURITY CHARACTERIES
The airport is within 30 nautical miles of a mass population area (Der 5
The airport is within 30 nautical miles of sensitive sites (the fordrairst
nuclear power plant, and active U.S. Air Force missile silos located
throughout north central Colorado)

Greater than 101 based aircraft (LMO has 340 based aircraft)
Based aircraft over 12,500 pounds

Runway length between 20000 feet

Concrete runway

Over 50,000 annual aircraft operations

Part 135 (charter) operations

Flight training

Flight training in aircraft over 12,500 pounds

Rental aircraft

IN

ghbwwhphww

TOTAL POINTS
Source: Leading Edge Strategies
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The following systemseasures and procedures are recommérdedoort within the 25 to 44 points

range

Contact List

Community Watch
Procedures

All Aircraft Secured

Postive Passenger
Cargo / Baggage IL

Documented
Security Procedure
Signs

Transient Pilot
Sigrin/Out
Procedures

Security Committee

Law Enforcement
Officer (LEO)
Support

Challenge
Procedures

Vehicle ID System

Personnel ID
System

Lighting System

Acces<ontrols

TABLE-13 - SUGGEST AIRPORT SEGUTY ENHANCEMENTS

List all appropriate emergecoyntact numbers. Include
point of contact names and office hours of operation
appropriate

Post signs promoting the program, warning that the
airport is watched. Include appropriate emergency p
numbers on theign (Airport Watch Program)

All aircraft secured when not in use (throttle locks, pi
locks)

Pilotin-Command positively identifies each passeng:
and material carried on board their aitcraft

Written security program
Signs warning against unauthorized.entry

Pilots of transient aircraft required by the FBa&sk
Operator to sigin andsign out their aircraft

Airport Security Committee composed of airport tene
and users drawn from all segmehthke airport
community. Involve airport stakeholders in developir
effective and reasonable security measures and
disseminating timely security information.

More than just law enforcement offigefO) response
to incidents, this sect
airport challenge and credential procedures, access
airfield patrol.

A challenge system involves airport employees and
confronting unknown personnel on the airport to
determine whether or not they have a valid reason fc
being on airport property. Such a system may includ
stopping and quisning or even simply greeting the
unknown individual and engaging in conversation to
determine their purpose for being in a restricted arec
These systems should be used to indicate access
authorization where appropriate, such as by number
colorcoding.

Some form of airfield identification cagdpabilities of
each system werom airport to airport

Lighting of airfield boundaries, aircraft and fuel truck
parking areas and pedestrian and vehicle approach

Gates and doors, locked either electronically, or
mechanically, and some form of access
issuance/approval

Source: Leading Edge Strategies
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LMO

Completed

In effect

Not the direct responsibility of an airpc
operator general compliance may be
determined through a security assess
Not the direct responsibility of an airpc
operator general compliance may be
determined through a secugsgessmer

None

Some signage

Not the direct responsibility of an airpc
operator general compliance may be
determined through a security assess

None, however the Airport Advisory
Board addresses security issues as
brought to their attentidoy the airport
manager.

Responsenly

No formal system or training for tenan

None

None

Limited airfield lighting due to neighba
concerns about light pollution. Not
adequate faainy security purposes.

Four (4) electronic access gates requi
a PIN code available to tenants only.
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The fact tha MO has not previously accomplished many of the security recommendations is
characteristic of oth&A airports throughout therlitedSates As previously mentioned, GA airports are
not usually given funding for security improvements through AIP or otipempso Somgates, such as

New York, Florida and Virginia, have included GA airport security regulations within ttesira@thtu
provided funding for security improvements. Additionally, there remains considerable debate througho
theindustry whethegBA aircraft represent a threat to the United States.

Some of the aforementioned recommendations must include additional measures, in order to be effec
For example, access controls and gates to the airfield are of little to no use without fencing.

Someof the recommendations in the previous list are beyond the control of the airport operator. Transi
pilot signrin/sign-out procedures are processes controlled locally Bg@senot by the airport. Pilots
knowing the identities of personnel theylgiregf, and positively identifying any material they are carrying
on board is the purview of the individual aircraft operator. While the airport can include some of these
security requirements within their Minimum Standard€Rules and Regulations, diffecult to enforce.

Aircraft operators conducting charter or commercial operations in aircraft above 12,500 pounds are
required to have TSA approved security progRie@se note thtte airport itself is not required to have

a security program, burtain aircraft operations are, regardless of whether they figMtrport or a
commercial service airport. Again, aircraft operator security programs could be addressed in Minimum
Standards or Rules and Regulations, but enforcement of such pegeansswith the TSA.

AlthoughGA airports are not regulated, TSA Transportation Security Inspectors do conduct outreach
programs and make recommendations about security processes at GAlarp8rshas visitedMO
frequently over the past severalsyaad has not noted a threat to or from the a@paperations.

Recently, the airport received a letter of appreciation for security awareness during the Democratic
National Convention.

4.10.1  Criminal Activity

Besides terrorism, criminal activity is a corat&bA\ airports. While GA airports are known to be
used as places for drug smuggling, most common crimes at a GA airport include aircraft or avic
theft, criminal mischief, vandalism, and vehicle breaki@shas not experienced any significant
levelsof criminal activity.

4.10.2  Surroundings

The airport is largely surrounded by agriculture to the west and north, an industrial park to the
south and open fields and residedgaklopmento the east. There are no sensitive sites

bordering the airport, no comercial operations or schools, which may lend themselves as launch
points for trespassing onto airport property.
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4.10.3  Security Recommendations

LMO should incorporate formalized security procedures along with certain facility enhancement
to protect the airfielftom unlawful and inadvertent intrusions by individuals. Recommendation: a
a minimum, wildlife fencing should be installed on the airport perimeter along with appropriate
access gatedMO has had a lorgtanding wildlife issue, which perimeter fen@sadpen shown

to help; fencing provides several of the fundamental elements of security, including a visible bal
deterrence of inadvertent entry and delay of individuals attempting to access the aircraft moven
or ramp areas. Neither TSA or the Fgeherally funds security fencing at General Aviation
airports, however, wildlife fencing is eligible for AIP funds and the FAA has traditionally support:
the installation of such fencing at airports with wildlife hazards. The security and publin protectic
benefits of wildlife fencing provide justification to support the project.

Fuel truck and aircraft parking areas, along with access points, should be well lit. Existing lightir
inadequate for security purposes, however, there are alternateyiggatmggtsat reduce light
pollution to the surrounding community but still provide adequate illumination. As host to severa
corporate aircraft and businessB¥) should install adequate security lighting.

An access control system is recommended to #m thdt fencingnd access gatss be

installed. The access control system should restrict and control vehicle access, but not pedestri
access (at this time). A baseline vehicle access control system, using a cipher lock entry systen
airport ideftification badging) is affordable and provides a foundation for increased access contre
and personnel badging requirements at General Aviation airports, which will likely be a TSA
requirement in the foreseeable future.

It is recommended that LMO conduct a security assessment and develop an airport

security program, and implement recommendations as called for in the ACMT to bring the
airport to abaseline standardif access controls and gates are included, fencing should be
added). Since the airport is forecasted to have increased operations that will alter the results of
ACMT, aditional recommended security measures are a personnel and vehicle ID system,
chdlenge procedures, and fencing. Depending on the results of the security assessment, CCTV
potentially an intrusion detection system
security guidancé.is strongly recommended that LMO, at a minimum, install a six foot

chain link fence around the entire property border of the airport for safety, security, access
control, and wildlife protection. The existing 3strand wire fence is not sufficient for any

type of control and opens the City to liabilif and trespass Issues.
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4.11 AIRPORT EQUIPMENT

The airport has one vehicle for airport manager use, ahe pisperty of the City of Longmont
Department of Public Works and Natural Resaurbesairport has no other equipmé@ifite snow

removal equipmémand mowing equipment is contracted from various service providers. Additionally,
responses from the Corporate Aircraft Businesses and Business Tenant surveys indicated the need fo
dedicated snow removal at the airport to assureoyedraccess to tlagrport./t is recommended that

LMO acquire one snow plow to help ensure timely snow removal off the airfield in the winter

months. It is also recommended that LMO acquire one sweeper so the airport is able to quickly

and easily remove foreign object delsi(FOD) off the airfield pavements for safer operations at

the airport.

4,12 SUPPORT FACILITIES

There are no support facilities for maintenance on the altgorecommended that LMO construct
an SRE/Maintenance Building to house the snow plow and sweepeais well as an office for
airport management.

Additionally, it is recommended that LMO add an Aircraft/Equipment WashPad on the airport
property to ensure longterm maintenance of the airport, as well as an additional revenue stream
for tenants that use tlk pad to wash their aircrafft.

4.13 FUEL STORAGE REQUIREMENTS

All of the fuel storage at LMO is owned and operated by private companies. It is assumed that this
arrangement will continue in the future and the additional fuel storage will be added by $keetprivate
when necessary to meet the demand levels.

40 Code of Federal Regulations (CFR) 112 identifies the regulatory requirements to prevent oil from
entering any natural surface water (O0Onavigabl
maintains an aggregate aboveground oil storage capacity of greater than 1,320 gallons, or total capac
greater than 42,000 gallons in completely buried containers to develop a Spill Prevention Control and
Countermeasures (SPCC) Plan. Qil for this tegutaquirement includes a variety of substances that are
petroleum and nepetroleum based, and includes all jet and aviation fuel (e.g. Jet A and AvGas). The
SPCC Plan must detail the equipment, workforce, procedures, and steps required to j@yant cont
provide adequate countermeasures to discharged oil. In addition, any fuel tanks between 660 gallons .
33,990 gallons must be registered with State
Division of Oil and Public Safety and must bpdoted annually.

Both FBOs at LMO, Air West Flight Center and Twin Peaks Aviation, are required to have an SPCC P!
since their businesses have an aggregate fuel storage capacity of greater than 1,320 gallons. Addition
West Flight Center, Twirekks Aviation, and Miléi Skydiving are required to have their fuel tanks
regi stered with Colorado Stateds Division of
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Twin Peaks Aviation has a SPCC Plan, and its fuel tanks are redisteredwi e St at eds Di
Public Safety. Currently, Air West Flight Center anddMikydiving do not have an SPCC Plan and are
not registered with the State. NHIeSkydiving is not required to have an SPCC Plan since its total fuel
capacitys less than 1,320 gallofiss recommended that Air WesFElight Center develop a SPCC

Plan, and both Air West Flight Center and MileHi Skydiving register their fuel tanks with the

State.

Additionally, since the only Jet A fuel storage at LMO is @fegaffon tank owned by Air West Flight
Centey the installation of a10,00@allon tank for Jet A is recommended to better accommodate the
fuel needs of the corporate aircraft that operate at LMO

4.14 DEICING FACILITIES

Currently, LMO does not have deicingadaities. Deicing is the removal of frost, ice, slush, or snow
through the application of heated water and propylene or ethylene glycol to ensure safe operations of
aircraft. Deicing can be a substantial cost, and therefore is often not in demaimgpaitt&SAMany of the
Corporate Aircraft Business surveys indicated the need for a deicing facility to assure year
operational capabilities at the airgoefer toAppendix E for more information on airport tenant and
corporate user facility requests

The EPA is in the process of defining new regulations for deicing activities. However, these regulation:
entitled Effluent Limitation Guidelines, would not apply to LMO because of the low amount of fluid usa
that would be required. For this reasmnspecific deicing containment facilities are requiredor

LMO. If an FBO or private operator decides to deice aircraft in the future, they should coordinate that
activity through airport management to ensure best practices are followed in the location of those activ
and that they do not cawsevironmental coeens.

4.15 UTILITIES

Utilities provide the airport with potable water, sanitary sewer, fiber optics and phone, electric, storm w
and natural gas. Currently, the electric, gas, fiber optics and phone utilities are adequate to meet exist
and forecastidemandor theairport. However, the airport currently does not have adequate water and
sewer utilitied here is nly one watdineon the north side of the airpandit hasextremely low water
pressure, aritie sewer servicen the airporare limitedo commercial buildingsly. There is also only

one water line on the south side and it is for fire protection services only. Essentially, there are current
water or sewer services on the south side of airport property. The nearest water iaed sevike |

south side are located under Airport Road, approximately 1,500 feet away from the pr@peritine.
does not provide theater and sewerfrastructurdor the tenants, making it cost prohibitive for future
tenants to build on airport grerty. Furthermorehe utilitieson the airporheed to be reassessed to
accommodate the requirements of any future development at the airport (i.e. hangar development, ap!
expansions, new facility, facility expansion,Addijionally, many airpdgnants indicated the need for
water and sewer utilities for their hangars and/or business. Rgfeendix E for more information on
tenant and corporate user facility requésssrecommended that the water and sewer utilities are
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extended from Ainort Road to the south side of the airport to accommodate the utility demands

of future developmenton the airport

4,16 SUMMARY

A summary of the recommended improvements are provitiaoléwy-14 Detailed discussions of
sixteen recommendations and four requirememeexplained throughoutdichapter.

TABLE-14 -

LMO FACILITY REQUIREMESBUMMARY

Facility Improvements Needed

4.3.1 Runway Capacity

4.3.2 Runway Orientation

4.3.3 Runway Length

4.3.4 Runway Width

4.3.5 Runway Pavement Strengtt
4.3.6 Runway Surface

4.3.7 Taxiways

4.3.8 Runway Protection Zones
4.3.8 Runway Visibility Zone

4.3.8 Safety Areas

4.3.8 Object Free Ams
4.3.9 Airfield Markings

4.4 Navigational Aids

4.5 Instrument Approaches

4.6 Obstructions

Airspace Class and Air Traf
4.7
Control

4.8 Landsid&requirements
4.9.1 Hangar Facilities
49.2 Apron Space/Tiedowns

4,10  Airport Security
411  Airport Equipment

49.3.1 I
412 Support Facilities

4.13  Fuel Storage Requirements

4.14  Deicing Facilities

4.15  Utilities

Source: Jviation, Inc.
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No Improvement Needed

No Improvement Needed

Extend Runway(Recommended)

No Improvement Needed

No Improvement Needed

No Improvement Needed

Extend Taxiway B to a Full ParallelRecommended)
Rehabilitate Panels on Taxiway ERecommended)
Increase the Size of the Taxiway Holding Bay&Required)
Remove Pavement on the East end of Runway @ecommended)
Acquire or Lease All Land within the RPZRequired)

No Improvement Needed

Relocate the VASI Building Outside of the TSA & TOFA
(Required)

Relocate Five Tiedowns Outside of the TOFARequired)
Add Aiming Point Markings to Runway 11Recommended)
Replace VASI System with PAPI SystefiRecommended)
Install REILs on both runway ends(Recommended)
Approach Study for Improved ApproacheRecommended)
Install Remote Communications Outlet(Recommended)
No Improvement Needed

No Improvement Needed

No Improvement Needed

Additional Hangar Sites(Recommended)

Additional Apron Space and TiedowngRecommended)
Conduct a Security Assessment and Develop an Airport Security
Program (Recommended)

Install a Perimeter Fencg(Recommended)

Acquire One SweeperOne Mower,and One Snow Plow
(Recommended)

Upgrade Administration Office/Flight Center (Recommended)
Construct an SRE/Maintenance Building(Recommended)
Add an Aircraft/Equipment Wash Bay(Recommended)

Pave Vehicle Service Roa@Recommended)

Installation of a 10,000 gallon Jet A Fuel TarflkRecommended)

No Improvement Needed
Extend Water and Sewer Utilities to South Sde (Recommended)
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5.0

ALTERNATIVES

In this chapter, specific facility requirements that were ident@iedgter 4 Facility Requiremangs

further evaluated to determine the best strategy to meet the needs of airport users and the Goenmunity

dternatives for thedacilitieshave been examined to determine the most efficient areffectkie
methodto develophe projects.

The alternativesvaluated in this chapter include:

= == = =

Extension of Runway 11/29
Apron Expansiorand Executive Flight Center
HangamDevelopment

Aircraft/Equipment Wash Pad

5.1 EVALUATION CRITERIA
The evaluation criteria fitre alternatives are:

1
1

T

Safety Criteridthe ability to provide adequate safety for the intended aincrafperations

Operational Criteridthe ability to accommodate current and forecasted aircraft, passengers, and
vehicles

Environmental Criteriddevelopment that prowad for minimal environmental disruption.

Compatible Land Usethe compatible use of adjadand or residaresthat are affected by the
airport improvements

Financial Criteridan estimate of costs to provide a basis for comparison of each alternative

5.2 RUNwWAY EXTENSION
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52.1 Overview

As previously discussedSection2.4.1andSection4.3.3 Runway 11/29 is 4,800 feet long, 75
feet wideprovides @pavemat strengtlof 30,000bsfor Single Wheel Gear (SWG), and is
designed to StandardsSection4.3.3of the Facility Requirements Chapter engailadifferent
potential runway length needs for Runway 11/29 in order to improve usabilggxating
aircraft that utilize the airport. A summary of the runway laltgythativeand the aircrathey
wouldaccommodate are showTable 5-1 These sialternativeareevaluated for an extension
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for Runwayl 1/29 and will be discussed in the following sections. These alternatives include
maintairmg the existing runway length of 4,800(feeaction alternativegnd extensioris the
westof 500 feet; 1(Mfeet; 1,20@et 1,400 feet; and 1,600 fé&estch of these alternatives/e
beenevaluated based thecriteria stateth Section 5.1

TABLES-1 - ALTERNATIVE RUNWAYHNGTHS AND AIRCRAFRCCOMMODATED

Total
Runway Eifnnst'r? f National Piston Fleet Turbo Prop/Jet Aircraft
Length 9

4, 8C

Eclipse 500
King Air 200
Citation Ultra
Citation Sovereign
Citation Jet G2
5, 8C 1, 000 90% of Piston Fleet King Air C90A
King Air 350
Citation Excel
Citation Bravo
6200 1,400  95%of Piston Fleet Ziaionvet <L
itation Encore
6,400 0 1, 600 100% of Piston Fleet Embraer Phenom 100
*Average lermgiuiremeot8Business Aircraft that currently operateatSad@dia.3.1

Source: Jviation, Inc.

77% of Piston Fleet

5, 3¢C 50060 84% of Piston Fleet

6, 00 1,200 92% of Piston Fleet

5.2.2 Assumptions

Several assumptions were made in the development of the runway extension alternatives. Althc
it is assumed that certain portions of these alterrmtiladscur (e.g. relocation of"7Street),

this is not meant to be construed that these elesmentsiccur, or would beasyo implement.

Forthe preparation of the alternatives, the folloagsgmptions were made

1. Parallel Taxiway B will have alyeldeen extended to the full length of the existing runway
prior to any additional improvements.

2. Parallel Taxiway A and Taxiway B will be extextdegwvith the runway.

3. Alternatives only assumeinway thais usable at fulength in both directions. No
declared distance (displaced threshold) alternatives were evaluated per FAA Denver
Airports District Offic6 ADO) direction.

4. No portion of any future or existing public roadway can be included inbsanyf
futureRunway Protection Zomer FAA ADO drection

5. A parcel(s) of privately owned land can be acquired on the west side of the airport for
approach protection if required by the alternative.

52




SJVIATION DRAFT 12/8/2011

6. Unincorporated Boulder County land can be acquirdatwest side of airport if required
by thealternativeAdditionally, usef open space may need to be amended if réyire
the alternative.

7. North 78" Street and Airport Road can be relocated if required by the alternative.

8. All land within the future airport property boundary will be acquiiesgl simple title by
the City ofLongmont

9. Estimateddnd and property acquisitiomstsare provided.and and propertyalueswill
need to be assessed and purchased at fair market value for the type and use of the land

10.All runway extensions are designet o0 mai nt ain LMOds curren
(ARC) of BII.

523 FAA Considerations

As discussed fBection3.9, the airporwill only be plannei support aircfawith an ARC of B

II, which matches the current design aircraft and ARC. Designing the airport to accommodate
aircraft that are larger thaincraft that use the airport todayuld require extensive modifications

to the airport and is not a feasiblerattive of this studglthough improvements would not be
designed for these larger aircraft, any extension has the potential to attract some slightly larger
B-II aircraft. Theserger aircraft will not dargein number without additional improvents,

such as pavement strengthening and improved support services and facilities.

When determining runway lengibnsideration must be given to what length ekttt larger

and/or faster aircrathat requie a higher design stand&rde toinefficiencies of normally

aspirated engines at higher elevatiomsuhway length needs of piston aircraft increase faster
with elevation gain than turbine powered airé&iigfire 5-1 explaingiow the runway length needs

for small aircraf®5% of flegtand large aircrait5% of fleet at 60% useful lpabs at slightly

a b ov e M&an 8ed DeddllEL). The runway at LMO becomes usable to a taugpér portion

of large aircraft at approximately 6,200 feet long. If the runweynstasctedo this length, while

not accommodating all of the piston fleet, the design standards for these Approach Category C
D aircraft would require a much imprdvunway compared to the standards-4baBcraft.

Unless a runway is upgraded to the standards for Approach Category C and D aircraft, the FAA
will not support a runway length in excess of 5,800feeBll airporta bove 5, 00086 M
because it caattract a significant number of Approach Category C and D aircraft. If a runway
length in excess of 5,800 feet is explored, the FAA will likely require the airport to upgrade the
facility to category- standardsresulting in capital improvement cos®40 million These
improvementsvould include widening and lengthening runway safety areas, widening runway to
taxiway separation, widening object free, ammasgst other revisiorswould also require

relocating both parallel taxiways, shiftingmideof Runway 29 to the west at least 700 feet, and

the relocatingr demolitiorof numerous hangafhese improvements are showRigure 5-2.
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FIGURES-1 - RUNWAY LENGTH NECES8RY FOR SMALL AIRCRA AND LARGE AIRCRAF
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*Small aircraft is defined as aircraft weighing 12, %X plaugdsawocraft is defined as aircraft weighir
more than 12,500 pounds, but less than 60,000 pounds. Per FAAMBC 150/5325

Runway Length Necessary

e Small Aircraft, 95% Fleet

e Large Aircraft, 75% Fleet
60% Useful Load

Elevation Feet (In 1,000s)

Source: FAA AC 1888254B; Graph: Jviation, Inc.

FIGURES-2 - C4l FACILITY BGRADE

Source: Jviation, Inc.
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